  SPECIAL  BRANCH

POLICE HEADQUARTER, M.P., BHOPAL
NO. SB / Store/4/ Mod/14-15/2016-24 (       893          ),  Bhopal,     Dated  03-11-2016
E-Tender Notice (Third)


e-Tenders are invited by Assistant General of Police, Special Branch(G) M.P. Bhopal on behalf of Director General of Police for the following item on website https://www.mpeproc.gov.in :-
	No.
	Name of Equipment
	Qty
	EMD Required in shape of BG/FDR for one Year issued by any Nationalized Bank (Rs)

	1
	Server and Networking
	3
	60,000/-

	2
	Write Blocker Kit
	1
	1,000/-

	3
	CNC 3020 3-Axis CNC Router Engraver Milling Machine+ Spindle with Motor
	1
	1,000/-

	4
	Workshop Lamp Light
	1
	2,000/-

	5
	Cell Phone Detector
	1
	3,000/-

	6
	Non Lethal Stun Gun
	3
	2,000/-

	7
	Pneumatic Light Mast- Air Powered Mini Telescoping Boom
	1
	2,000/-

	8
	IR & Red laser for AK-47 Vertical fore grip kit
	4
	2,000/-

	9
	Tactical Ladder
	1
	2,000/-

	10
	Real Action Marker(RAM) Gun MP5 with Accessories
	2
	2,000/-

	11
	Training Gun MP5 Blow Back with Accessories
	2
	2,000/-

	12
	Air Soft Gun MP 5 K (H&K)
	2
	2,000/-

	13
	Hard Disc For Storage 

(Internal HDD 1TB-08, External HDD 2 TB- 08 , External HDD 5 TB- 08, Rugged External portable HDD- 16 )
	40
	2,000/-

	14
	Telephone Line Analyzer
	1
	60,000/-

	15
	Deep Search Metal Detector
	10
	60,000/-

	16
	Portable D.F.M.D.
	25
	22,000/-

	17
	Bullet Proof Jacket
	32
	29,000/-

	18
	Digital Scout and Frequency Analyzer
	1
	3,000/-


1.
Cost of tender documents (Tender fee) is Rs. 1,000/- (Rupees One thousand only) (Tender fee) which 
is non 
refundable and cannot be exempted in any condition & must be submit  to Assistant Inspector General of Police, Special Branch(G)] M.P., Bhopal through D.D. under Head "0055 Police Miscellaneous Police Receipt" and also upload the scan copy on e-tender website www.mpeproc.gov.in.

2- 
Bidders may bid for any or all items as mentioned above must submit the tender fee and EMD separately for each item as mentioned above.

3. 
Tender documents can be download from the website of MP Police (www.mppolice.gov.in)

3.
The Tender submitted online on website https://www.mpeproc.gov.in and sealed Tender also be submitted in hard copy at the office of A.I.G S.B. (G) M.P. Bhopal 
within scheduled date and time. 

4. 
Tender Schedule : 
	No.
	Tender Activity
	 Date & Time

	i
	Pre Bid Meeting
	15/11/2016 at 1200 hrs.

	ii
	Last date of purchase e-Tender document
	26/11/2016 up to 1200 hrs.

	iii
	Last date of online e-Tender submission
	26/11/2016 up to 1700 hrs.

	iv
	Last date of submission of bid in Hard copy
	28/11/2016 up to 1700 hrs.

	v
	Bid will be opened on
	29/11/2016 at 1200 hrs.

	vi
	Demonstration from
	03 & 04/12/2016 at 12.00 hrs.


Asstt. I.G. of Police

Special Branch (G)  M.P. Bhopal

                                                                      Telephone- 0755- 2443314
                                                                          Email: sec24-sb@mppolice.gov.in

fo'ks"k 'kk[kk iqfyl eq[;ky;

e/;izns'k Hkksiky

NO.     SB / Store/4/Mod/14-15/2016-24 (        893          ),  Bhopal, Dated        03-11-2016 

bZ&fufonk lwpuk ¼r`rh;½


iqfyl egkfuns'kd] e-iz- dh vksj ls lgk;d iqfyl egkfujh{k] fo'ks"k 'kk[kk ¼th½] e-iz- Hkksiky }kjk uhps nf'kZr fuEukafdr lkexzh ds fy;s bZ&fufonk ds ek/;e ls website https://www.mpeproc.gov.in fufonk,a vkeaf=r dh tkrh gS%&

	No.
	Name of Equipment
	Qty
	EMD Required in shape of BG/FDR for one Year issued by any Nationalized Bank (Rs)

	1
	Server and Networking
	3
	60,000/-

	2
	Write Blocker Kit
	1
	1,000/-

	3
	CNC 3020 3-Axis CNC Router Engraver Milling Machine+ Spindle with Motor
	1
	1,000/-

	4
	Workshop Lamp Light
	1
	2,000/-

	5
	Cell Phone Detector
	1
	3,000/-

	6
	Non Lethal Stun Gun
	3
	2,000/-

	7
	Pneumatic Light Mast- Air Powered Mini Telescoping Boom
	1
	2,000/-

	8
	IR & Red laser for AK-47 Vertical fore grip kit
	4
	2,000/-

	9
	Tactical Ladder
	1
	2,000/-

	10
	Real Action Marker(RAM) Gun MP5 with Accessories
	2
	2,000/-

	11
	Training Gun MP5 Blow Back with Accessories
	2
	2,000/-

	12
	Air Soft Gun MP 5 K (H&K)
	2
	2,000/-

	13
	Hard Disc For Storage 

(1-Internal HDD 1TB -08,

2-External HDD 2TB -08,

3-External HDD 5TB- 08,

4- Rugged External portable HDD - 16 )
	40
	2,000/-

	14
	Telephone Line Analyzer
	1
	60,000/-

	15
	Deep Search Metal Detector
	10
	60,000/-

	16
	Portable D.F.M.D.
	25
	22,000/-

	17
	Bullet Proof Jacket
	32
	29,000/-

	18
	Digital Scout and Frequency Analyzer
	1
	3,000/-


1.
fufonk izi= ¼nLrkost½ gsrq izR;sd vk;Ve ds fy, :i;s 1]000@& fufonk 'kqYd fu/kkZfjr gS tks okilh ;ksX; ugha gS ,oa fufonk 'kqYd ls fdlh Hkh fLFkfr esa NwV ugha nh tk;sxhA fufonk 'kqYd dk Hkqxrku Mh-Mh-@pkyku ds }kjk lgk;d iqfyl egkfujh{kd] fo'ks"k 'kk[kk ¼th½] e-iz- Hkksiky ds i{k esa ys[kk 'kh"kZ ^^0055 iqfyl felysfu;l iqfyl fjlhIV** esa tek fd;k tkos  rFkk mldh Ldsu dkih bZ&fufonk ds lkFk https://www.mpeproc.gov.in viyksM fd;k tkosA

2. 
fufonk QkeZ ¼nLrkost½ e/;izns'k iqfyl dh osclkbV www.mppolice.gov.in ij Hkh miyC/k gS] ftls Mkmu yksM fd;k tk ldrk gSA
3- 
fufonkdrkZ fdlh vFkok lHkh lkexzh gsrq fufonk dj ldrk gSA fufonk 'kqYd ,oa lqj{kk fuf/k i`Fkd&i`Fkd tek djuk vko';d gSA

4- 
fufonk izi= vkWuykbZu osclkbZV https://www.mpeproc.gov.in ij tek fd;s tk;sxsa rFkk fu/kkZfjr frfFk ,oa le; ij fufonk izi= gkMZdkih esa lgk;d iqfyl egkfujh{kd] fo'ks"k 'kk[kk¼th½] e-iz-] Hkksiky ds dk;kZy; esa tek fd;s tk;saxsA

5. 
fufonk le; lkj.kh: 
	No.
	Tender Activity
	 Date & Time

	i
	Pre Bid Meeting
	15/11/2016 at 1200 hrs.

	ii
	Last date of purchase e-Tender document
	26/11/2016 up to 1200 hrs.

	iii
	Last date of online e-Tender submission
	26/11/2016 up to 1700 hrs.

	iv
	Last date of submission of bid in Hard copy
	28/11/2016 up to 1700 hrs.

	v
	Bid will be opened on
	29/11/2016 at 1200 hrs.

	vi
	Demonstration from
	03 & 04/12/2016 at 12.00 hrs.


lgk;d iqfyl egkfujh{kd]

fo'ks"k 'kk[kk ¼th½ e-iz-Hkksiky

                                                                           Telephone- 0755- 2443314
                                                                                            Email:sec24-sb@mppolice.gov.in 

Check List 

(To be submitted with First Page in Technical Bid Compulsory)

Name of Firm :

Name of Item  :

	S. No.
	Description
	Details  
	Page No.

	1
	Tin No.


	
	

	2
	Firm's Registration & Certificate Date
	
	

	3
	EMD
	
	

	4
	Challan/DD No.

 (Tender Fee)
	
	

	5
	Acceptance of all terms & Conditions of the Tender
	
	

	6
	Tender Form
	
	

	7
	Separate Technical Bid & Commercial Bid
	
	

	8
	Income Tax clearance certificate with copy of  I.T. Returns
	
	

	9
	PAN Number
	
	

	10
	Sale Tax  Clearance Certificate
	
	

	11
	Turnover

                                            2013-14

                                            2014- 15

                                            2015- 16
	Rs.

Rs.

Rs.
	

	12
	Authorization /OEM Cert.

of the item
	
	

	13
	Previous Supply order
	
	

	14
	Spec. Compliance Sheet
	
	


Note: Compliance Statement for each item(Bidder need to attach with technical Bid and one set 
extra provide on date of demonstration)

Item Name:    ----                              Make ---                                  Model No.-----
	S.No.
	Description
	Compliance
	Remark
	Bid page no. & row no.

	
	
	
	
	


                                                                                                          Seal and signature
Proforma for Financial Bid

	No.
	Name of Items
	Make/ Model No.
	Unit Rate
	Duty %@
	Tax %@
	Total
	Qty.
	Total Cost

	
	
	
	
	
	
	
	
	


Also see terms & condition S.No. 7

MADHYA PRADESH POLICE HEADQUARTER, BHOPAL
ANNEXURE "B"

Tender Notice  No. SB/Store/4/Mod/2016-24 (     893      ) Bhopal, Dt.     03-11-2016 
TENDER FORM
(i)
Tender for supply of -------------------------------------------------------------------------



(Mention the name of the articles for which the tender is submitted)

(ii)
Name and full address of the Firm submitting the tender.

(iii)
Address to :-
The Asstt. I.G. of Police, Special Branch (G), M.P., Bhopal.

(iv)
Reference  :-
This is with reference to tender No. …………..  Date …………

(v)
Tender fee amounting to Rs.1000/-(One Thousand) only has been deposited vide  e-Challan
No.…….
Date ……………… 

(vi)
We agree to abide by all conditions mentioned in Tender Notice No. …………


Specific by the A.I.G. of Police, (G) M.P., Bhopal and also the General Terms and conditions as annexed with said Tender Notice and as given in the attached sheets, all the pages of which have been signed in the margin by us in tokens of our acceptance of the terms and conditions, therein. 

(vii)
Our rates for the supply/ FOB of  …………………………… are as under :-


(Mention the name of the article and its quantity of which tender is submitted rate quoted should be in figures as well as words. Rates of the articles should be shown in financial bid only not in technical bid.)

1.

2.

3.

(viii) We further agree to deliver mentioned stores within a period of ………… days from the date of the receipt of firm order.

(ix) We confirm the rates quoted above are valid up to one year from the date of submission of tender.

(x) Draft No. ……………….. Dated ……………for Rs. ……………(in words      Rs.....................................) favor of the A.I.G.Police,S.B. (G), PHQ, Bhopal on -------------- (Mention the name of the bank) is enclosed herewith to cover earnest money shown in the Tender notification published in various news papers and www.mpolice.gov.in and online website- https://www.mpeproc.gov.in .

Date :

Place:


Signature of the Proprietor/Manager

Representative of the firm on

 behalf of the Firm giving tender
POLICE HEAD QUARTER, MADHYA PRADESH, BHOPAL

Tender application form

(To be filled up by the tendrer )

	1
	Name & Full Address of the firm:

	

	2
	Registered Office with Address
(Copy of registration certificate of firm may be enclosed)
	

	3
	Income Tax PAN no.
	

	4
	Tin No.
	

	5
	Sales tax Clearance Certificate of last financial year
	

	6
	Weather proprietorship / limited company or pvt. ltd. or partnership
	

	7
	If Single Proprietor, Name & Address of the Proprietor.
	

	8
	If Partnership Firm, Name & Address of the Partner.
	

	9
	If Private limited or Public company, then name & Address of directors.
	

	10
	Whether you have any shop or establishment in M.P. If so detailed Addresses of the same.
	

	11
	Name & Addresses of the persons who will face represent the firm while dealing with the Police Head Quarters.
	

	12
	Turnover for the last three years.

(Attach only CA certificate)
	2013-14
2014-15

2015-16

	13
	Supplies to Govt. Department in last financial year.


	






         SIGNATURE OF THE TENDRER WITH SEAL
SPECIAL BRANCH POLICE HEAD QUARTER M.P. BHOPAL
GENERAL TERMS AND CONDITIONS OF TENDER 

1.
Tenderer(s) shall submit firm Registration number & certificate, Sales Tax Registration Certificate Number, TIN Number and previous Sale Tax Clearance Certificate / no dues certificate of value added tax from the concerned assessing authority, Income Tax Clearance Certificate, IT return & PAN Number,  along with the tender, without which the tender may not be considered.
2.  Each tender bid shall comprise of  

Technical bid 

Commercial bid 
3.  Technical bids and Commercial bids shall be in separate and sealed envelopes for each item, addressed to The Asstt. I.G. of Police, Special Branch, (G) M.P. Bhopal and super-inscribed “Technical bid: to be opened by addressee only” and “Commercial bid: to be opened by addressee only” on the top of the envelopes containing the tender. The word “Tender For (mention the name of the article for which the tender is submitted)” should be super-inscribed. On the left side near the lower corner of the envelope, the address of the tenderers should be written.
4.  e-offers prepared in accordance with the procedures enumerated in this document should be submitted online on website " https:// www.mpeproc.gov.in", and also submit a hard copy in the office of The Asstt.I.G. of Police, (G) Special Branch, Bhopal M.P.  not later than the given date and time. Tender fee of Rs. 1,000/- for each items must be submitted to Assistant Inspector General of Police, Special Branch (G), M.P. Bhopal through D.D. under Head "0055- Police Miscellaneous Receipt" and also upload the scan copy of D.D. on e-tender website www.mpeproc.gov.in Bid without Tender fee, will be treated as rejected. Tender form can also be  downloaded from the website of MP Police "www.mppolice.gov.in".
5. The rate / unit must not be altered under any circumstances and the rates must be entered in words as well as in figures. 

6. The tender shall remain valid for the acceptance only in the one year for which it has been invited. Conditional tender shall not be entertained.

7. All rates quoted in the tender must be based on free delivery in good condition, securely packed and F.O.R. destination being Stores, Special Branch, M.P. Bhopal or various units in the state. The rates should be inclusive of all taxes (taxes & duties should be shown separately). In case of local suppliers no cartage shall be paid by the Government and the delivery of goods shall have to be given at the premises of the Stores, Special Branch, M.P. Bhopal /District/Units during working hours. The supplier shall be required to bear all risks of loss, leakage or damage and shall deliver the goods in good condition to the consignee at the destination mentioned in the order.
8   Rate for all articles having difference in size should be quoted as size wise rates. If the rate varies on the basis of make, model & platform, it should be clearly quoted separately.

9.   The tenderer should sign the tender form, copy of the general terms and conditions at EACH page and ALSO at the end as a token of acceptance of all the terms and conditions of the tender and specification also.

10.  In case of imported equipment, their cost and custom duty should be mentioned separately. In case of custom duty exemption from Govt. of India, the certificate can be provided for the same by department. Tenderers must ensure that items are custom duty exempted or not as per serial no. 20(a) of specific clause of Notification No. 39/96-Cus dated 23-07-96 (under which CDEC is being sought)
11. Rates of Goods/Items must be mentioned in Indian Currency only. Department shall not be responsible for any variation in the rates of foreign currency vis-a vis Indian currency. No correspondence in this regard will be entertained.

12.  Technical bid should include information related to all the specification sought. It should also contain company brochures of all equipments, applied for, and should have the relevant technical documents issued by the manufacturer in support of specification asked for.
13. Tenderer shall submit the deviation chart in relation to the specification of all equipments ask for.

        Tenderer must submit the details of compliance of specifications of proposed item along with the name and make of models quoted in tender for supplies. For this purpose, a compliance sheet indicating page numbers of specification of proposed item with categorical 'Yes' or 'No' be mentioned.

14.  Any advanced or additional feature of the items should be clearly mentioned in the specification sheet.
15. If the product is certified by recognized institution, relevant documents should be included in the technical bid.

16. If the items/products are certified by any authorized/recognized institution, tenderer should submit the related certification.
17. Tenderer must submit copy of supply order of other Police organization/Para military forces of last 5 years or submit atleast 3 supply order.
18. Tenderer must submit original authorization of OEM company for participating in the tender for a particular item. Photocopy of authorization certificate will not be acceptable.
19.  Tenderer should provide non blacklisting certificate for last TWO years.

20. Tenderer should mention name, address phone/fax numbers of authorized service centers in the technical bid.
21. Minimum yearly turnover of the firm in last three years should be approximately 50% of the project cost.

22. Firms should submit only required documents in the technical bid. Numbering of all the pages of technical bid is compulsory. Checklist of all the important documents should also be enclosed in technical bid. 
23. Technical bid of each tender must be accompanied by an earnest money deposit as mentioned. Earnest Money has to be deposited for each item separately by means of Bank Drafts/ Deposit Receipts in favour of A.I.G. of Police, Special Branch(G), M.P., Bhopal. The earnest money shall remain exposited in the office of the Director General of Police M.P. Bhopal till the final decision on the tenders received is taken by the Director General of Police, M.P., Bhopal. No interest will be applicable on security amount. Cheque will not be accepted.

24. No adjustment of Earnest Money, out of pending bills amount, will be allowed. The tenders received without earnest money or with less than prescribed earnest money will not be considered. 
25. After the final decision on the tenders, the earnest money of tenderers whose tenders have not been accepted shall be refunded. The earnest money of those tenderers, whose tenders have been accepted, shall be treated as security. The successful tenderer should also deposit additional 7% of the total cost of items, within 15 days of receipt of supply order. Thus total 10% of the cost of items deposited shall be treated as security deposit against supply order for the warranty period as mentioned in specification of equipments.
26.  Samples of the items whose cost is more than Rs.10,000 (Rupees Ten thousand only) need not be submitted. Instead, presentation/demonstration of these items may be mandatory at a date and place as intimated for this purpose. 
27. No certificate will be provided to import any equipments/ items for demonstration purposes.
28. Pre Bid and Demonstration Programme  :-
     i- Pre-Bid meeting will be held in S.B.PHQ Bhopal on 15/11/2016 at 12.00 hrs.
     ii- Demonstration of the items will be held in S.B. PHQ Bhopal on 03 & 04/12/2016          at  12.00 hrs.  
29. The commercial bid shall be assessed only after being found suitable in technical demonstration. Information of financial bid opening will be intimated later.
30. The tenderer shall be deemed to have carefully examined the condition / specifications etc. of the goods/ items to be supplied. If he has any doubt to the meaning of any portion of these conditions, he shall, before submitting his tender/ quotation, refer to the AIG, S.B.(G) M.P., Bhopal and get clarification.
31. The quantities shown in the tender notice are approximate and can be increased / decreased as per requirement. The supplies shall be made according to the requirements of the department.

32. Tenderer shall not assign or sublet his contract or any part thereof to any other agency.
33. All goods/materials/items supplied shall be new and of best quality in every respect and as per the standards wherever applicable.
34. The Director General of Police reserves the power to relax or exempt any of the conditions of the tender for the reasons recorded for granting such exemption/relaxation.
35. In case goods/items other than those of the approved quality, make or size are supplied, they will be rejected and will have to be replaced within the period prescribed for the completion of the order by the supplier without extra cost. Any expenses or loss caused to suppliers as a result of rejection or replacement of supplies shall be entirely at the tenderer’s cost. Any loss caused to the department or any expenses incurred by the department in this shall be recoverable from the tenderer. 
36. The rejected articles must be removed by the tenderer from the Stores, Special Branch, M.P. Bhopal/ F.O.R. units within 15 days of the date of information of rejection. The In-charge Stores will be responsible for any loss, damage and shortage that may occur to them while they are in the premises of Stores, Special Branch, M.P. Bhopal for the stipulated time. If tenderer does not remove rejected articles within 15 days of rejection, tenderer will be responsible for any loss, damage and shortage to such rejected articles. Further, a demurrage charge shall be calculated and paid similar to the penalty clauses, on the cumulative value of the goods rejected and on a period calculated from the date of the letter intimating the rejection of sub-standard goods supplied.
37. Failure of the supplier to collect the rejected goods within six months from the date of intimation thereof, would render such goods liable for forfeiture, and the department shall be free to dispose of such goods in the manner deemed fit by the Director General of Police, MP 

38. The Director General of Police, MP Bhopal or his duly authorized representative shall have access at all reasonable times, to the suppliers premises and shall have the power to inspect and examine the materials and workmanship of goods before supply.
39. The tenderer shall be responsible for the proper packaging of the goods so as to avoid damages under normal conditions of transport by sea, rail, road or air and for delivery of the material in good conditions to the consignee at destination. In the event of any loss, damage, breakage, leakage or any shortage tenderer shall be liable to make good of such loss and shortage found at the time of checking/inspection of the materials by the consignee, No extra cost on such account shall be admissible to him. 
40. The successful tenderer shall arrange supplies of goods - in the specific terms and conditions of the supplies and at the place of destination, within 60 days from the date of placing the order. The date of placing the order shall be the date of dispatch of order or the delivery thereof to the tenderer when such order is being delivered through representative of tenderer. This condition will apply to LUN and other government agencies as well.

41. In case of repeat purchase order the supply period will be 45 days. 

42.  If the supplier firm fails to supply goods within stipulated delivery period then the supply order stands cancelled and the security deposit shall be forfeited by the department. In addition, the supplier firm shall be blacklisted for a definite period to be decided by the department, during which no supply order would be given to the blacklisted firm by the police department.
43.  After the expiry of the stipulated delivery period, which includes extension period if any, no item may be rejected by the deptt. without any costs what so ever.
44. The goods shall be delivered at the destination in perfect condition. The supplier if so desires, may insure the valuable goods against loss by theft, destruction or damage by fire, flood, undue exposure to weather or otherwise. The expenditure thereon shall be borne by the supplier.

45. The number of samples required for destructive testing has to be supplied by the supplier in addition to the quantity mentioned in the purchase order, at its own cost, as per the testing norms. The samples shall be picked up randomly for testing purpose.
46. The supplier shall bear commission charges on remittances made in settlement of their claims.

47. The contract of supply can be repudiated at any time if the supplies are not made to the satisfaction of the Director General of Police, MP.
48. Neither Railway Receipt will be accepted by VPP nor freight to pay Railway Receipt will be accepted.

49. The tenderer shall invariably furnish complete addresses of the premises of his office, godown and workshop with full name, phone nos. and address of the person who is to be contacted, for the purpose of inspection.

50. After the expiry of the stipulated delivery period, which includes delivery extension period if any, the supplier shall be liable to pay the penalty – which shall be deducted from the payment due to him at the rate of 0.25% of the total amount per week. If the supplier firm fails to supply all the items within stipulated delivery period then the supplier order stands cancelled for the remaining items and the security deposit shall be forfeited by the department. In addition the supplier firm shall be blacklisted for a definite period to be decided by the department, during which no supply order would be given to the blacklisted firm by the police department
51.  If the goods are supplied after the stipulated date then for the purpose of computing penalty, the week shall be counted as if the supply was made on the last day of that week. For example, if the supply of goods is made after the delay of 06 weeks and 4 days then the penalty shall be computed for 07 weeks of delay, i.e., 1.75 % of the total cost.
52. Payments would be made only after the receipt of all the items ordered in the supply order. In cases where part supply has been made and the supply order for the remaining items has been cancelled, payment would be made for the supplied items after deducting the penalty as 5% of the value of the non-supplied items. 

53. If the tenderer is unable to complete the supply or fails to comply with the terms and conditions of the tender within the specified or extended period, the DGP, MP shall be at liberty to arrange supply either through re-tender or otherwise. The Director General of Police may give seven days notice in writing to the approved supplier to complete the supplies or make good the failure, neglect or contravention complained of. If the contractor fails to comply with the notice within seven days of the date of the service, and if the Director General of Police thinks fit, he may direct the supplier to make good the loss sustained or any expenditure incurred by the Government in arranging the suppliers through any other agency. He may also use the earnest money / security deposit of the contractor to make good such a loss.  


54. The supply period and penalty to be imposed, on purchase order of imported/ foreign goods, will be decided based on the facts, circumstances and nature of the goods. The Director General of Police reserves the right to take the final decision.
55. The successful tenderer shall execute an agreement on a non judicial stamp of Rs.100/- or of such value as may be prescribed by the law on the subject for contract deeds in the prescribed form, within 15 days from the date he is informed of the acceptance of his tender for the due performance of the contract. In case of failure of the execution of agreement within the specified period, the order is liable to ble cancelled. The expenses on completion and stamping the agreement shall be borne by the supplier who shall furnish free of charge copy of the agreement duly executed and stamped to the Director General of Police, M.P., the other copy should be without non judicial stamp.
56.  No advance payment shall be made except in very rare and special cases for which reasons shall be recorded in writing. Payment shall be due and payable by the Director General of Police, MP, Bhopal on behalf the Governor only when the supplied quantity has been delivered, inspected and accepted by the Technical committee appointed by the Director General of Police, MP, Bhopal and certificate of having done so is recorded by the committee. In case of disputed items 10 to 25 % of the amount shall be withheld and shall be paid on settlement of the dispute items of the award granted progressive payments if agreed to, will be made according to the terms entered in the agreements.
57. Upon breach of any of the General Terms and Conditions of contract and breach of the agreement by the supplier, it will be lawful for the department to forfeit the Earnest money/ Security Deposit in whole or part, or impose such penalty as deemed fit and recover the same from the Security Deposit or from any other payment to be made to the supplier or in any other manner as the deemed fit by the department, without prejudice to right of the department to recover any further sum of money as damages from the supplier. 
58 Direct or indirect canvassing on the part of tenderers or their representatives will disqualify their tenders. 

59. The Director General of Police, MP, Bhopal reserves the right to accept any tender, not necessarily the lowest tenders and reject any tender, without assigning any reasons thereof. Orders can be placed for the whole or part of the quantity or article for at the discretion of the Director General of Police, MP, Bhopal. 
60. In case of imported equipment, DGFT License should be obtained by firm with in maximum 90  days from the date of purchase order. If the firm fails to obtained DGFT License within stipulated period, department will be free to cancel the purchase order.
Seal and signature of proprietor/

manager representative of the firm

on behalf of the firm giving tender
SPECIAL BRANCH, POLICE HEADQUARTER, BHOPAL
SPECIFICATION OF SERVER & NETWORKING
	UNIFIED STORAGE SPECIFICATION

	Feature
	Description

	Architecture/ Storage Controller
	The Storage system must have at least two controllers running in an active-active mode

with automatic failover to each other in case of one controller failure. The architecture should allow modular upgrades of hardware and software for investment protection. System should have no single point of failure, including but not limited to, Controllers, Front end & Backend links, Hot Swappable Power supplies & Fans kits, etc )

	Cache/Memory
	The system should have at least 32 GB cache/Memory across the two controllers.

SAN ability to protect data on cache if the system fails and it results into controller failure either using 72hr Battery backup or by De-stage the Data to disk. Cache/memory on the NAS Gateways should be apart from this above mentioned cache/memory. 

	Protocols
	The storage shall be provided with FCP, iSCSl, FCoE, NFS and CIFS protocols for use

with different applications and avoid any protocol related buying in future. Any

hardware/software required for this functionality shall be supplied and external appliance

should have high availability architecture for data and management.

	Capacity
	The storage shall support both SAS, SSD and NL SAS/SATA based disks simultaneously and scalable to 100 TB

	
	The storage should be provisioned with 15 TB of usable capacity in Raid 6 or Equivalent

or better configured using 900 GB SAS disks and 2TB NL SAS disk. Adequate number of Spare Drives should be configured as part of solution -

	Front-End & Back-End

connectivity
	The storage should be configured with minimum of 4 X 8Gbps FC Front-end Ports, 4* 10 GbpsFCoE/iSCSI Ports & 4*1 GbpsiSCSI ports across proposed array.The storage should be configured End to End with SAS 2.0 with 6Gbps Drive interface. The system shall also be configured with 4 x 6Gbps Wide SAS ports/Lanes including redundancy for disk connectivity. .

	RAID


	The storage shall support RAID levels for protection against single disk failure, dual disk failure and support. Stripping, Mirroring.

	Operating System
	The Storage OS should not be built on general purpose OS.



	Storage Built in functionality 


	The storage shall have the ability to combine multiple RAID Groups into a single entity so as to create LUNS Volumes using Multiple RAID Groups and hence from the single entity to give maximum performance to all the applications being served from these disks. 

	
	The storage shall have the ability to expand and shrink LUNS/Volumes on the storage

online and instantly. -

	
	The storage should have the capability of auto tiering to optimize work load performance by moving highly active blocks to SAS and less active to NL-SAS/SATA drives

	
	The offered storage array shall have support for thin provisioning,de-duplication, Snapshot Create & restore and compression. All the licenses for the same should be Configured for the total capacity supported by the storage. The storage shall support standard storage (SAN & NAS) security features.

	Licensing
	All the protocol licenses on the storage system must be provided for the array capacity.

	Upgradeability/ Investment Protection
	The proposed system should be field upgradeable with or without controller upgrade/addition through data-in-place upgrades without requiring forklift upgrade and without requiring replacement of the disk shelves.

	Management
	Should be configured with GUI/CLI based Storage management to manage the Storage System. Performance monitoring tool or software should be provided and the same will need to be licensed according to the solution& capacity


	OS support
	Support for industry-leading Operating System platforms including: LlNUX, Microsoft Windows, HP-UX, SUN Solaris, IBM-AIX, etc.

	Remote Diagnostics/ Maintenance
	The proposed system should support web based , Email facility for remote service to errors and warnings.



	Rack mountable
	The proposed system must be rack mounted; All necessary cables, rack mountable kit and other accessories must be provided.

	Warranty
	All HW & SW should be quoted with 3 year of comprehensive warranty including software update and upgrades.

	Support
	The Support should be provided by OEM i.e 24X7 (4 Hour Onsite).

	Certification
	CE/CL


SAN Switches:

	SPECIFICATION


	2 nos of SAN 19" Rack mount switches shall be configured redundant HA mode where in each SAN switch shall be configured with minimum of 12 Ports scalable to 24 ports internally.

	Should deliver 8/16 Gbit/Sec with Non-blocking architecture with auto-sensing 4, 8/16 Gbpsc capabilities.

	The switch shall support different port types such F Port, E Port, EX Port for connecting to hosts, storage and other SAN switches.

	Should provided with redundant and hot pluggable components like power supply and FAN.

	Non disruptive Microcode/ firmware upgrades and hot code activation.

	Switch shall have support for web based management and should also support CLI.

	Offered SAN switches shall be highly efficient in power consumption.

	Switch shall support POST and online/offline diagnostics.

	Offered SAN switch shall support services such as Quality of Service (QoS) to help optimize application performance in consolidated, virtual environments. It should be possible to define high, medium and low Priority QOS zones to expedite high-priority traffic.

	The switch should be configured with required licenses.

	3 Years onsite 24x7 support, 4 hour response for all hardware and software.

	Certification- CE/CL


Server Rack 42 U

	Height-42U

	Width 800mm -

	Depth 1000mm

	Caster & Leveling legs

	Perforated doors for enhanced air flow management.

	PDU mounting Brackets

	Top Cover Assembly with cable port

	Cooling Fan

	Cable Manager

	Fan Tray

	Power Socket PDU with 16AMP Socket

	Including Rack Assembling


NETWORK SECURITY SYSTEM (UTM)
	Item
	Requirement

	HARDWARE
	The UTM should be Hardware based, Reliable, purpose-built security appliance with hardened operating system that eliminates the security risks associated with general purpose operating systems.

	
	Appliance should be 1U size and rack mountable.

	
	Appliance should have hardware/software acceleration so that processing is not Slowed down by IPSEC/SSL VPN and content Inspection.

	
	UTM Appliance should have minimum space to store the firmware image and the UTM policies and AntiVirus + IPS signatures. 

	
	UTM Appliance with Unrestricted users.

	
	The Unit should have minimum 1Gb or Higher memory.

	
	The UTM should have 8 Copper Gigabit Network Interface Ports, 1 Console Interface, the Appliance should have at least two USB interface to connect a USB modem / 3G Datacard based USB modem which can be configured as a WAN link or redundant link for a primary link.

	
	Should have LED's indicating Status (Power, Test, Alarm) LAN (Link, Activity) WAN (Link. Activity) DMZ (Link, Activity)

	
	Unit should have multi Core Processor with specialized security processing.

	
	It should not consist of any failure devices such Hard Disk

	
	Should have upgradable Firmware.

	
	Should Have a Re-Assembly Free Deep Packet Inspection or equivalent feature

	
	Gateway Antivirus should be able to scan the 50+ Protocols including HTTP, FTP, SMTP, POP3 and IMAP.

	
	Should support Clean Virtual Private Network (VPN) technology. 

	
	Should support 15000+ signature in the Gateway Antivirus (GAV)


GENERAL TECHNICAL SPECIFICATION - MODULE WISE

	Component
	Requirement

	Firewall+ IPSEC VPN + SSL VPN
	The UTM System shall comply with RFC 1918 with support for Static & Dynamic Network Address Translation and Port Address Translation.

	
	UTM Should not have any user based licensing for UTM and VPN (IPSEC and SSL).

	
	The UTM should support 802.IQ Trunking and should support minimum 10 Vlans.

	
	Support for deployment of the UTM in a secure Layer 2 bridging mode, providing rich Layer 2-7 UTM security services for the protected network while remaining "invisible"to devices on each side of it.

	
	UTM should have access control and deep inspection UTM services for native IPv6 network environments and mixed IPv4 and IPv6 network environments through dual-stack support.

	
	The UTM should support standard routing protocols like RIP, OSPF and BGP in addition to static and policy based routing.

	
	UTM should support for SSHv2, Telnet, HTTP and HTTPS based management

	
	UTM should Support for RADIUS, Active Directory & LDAP for the user authentication protocols in addition to local authentication.

	
	UTM should support Active / Active deployment and Active / Passive High Availability deployment. --

	
	The UTM should have Integrated specialized inspection possible for protocols like HTTP, FTP, DNS, SNMP, ICMP, NFS, H.323, SIP, RTSP and many more. 

	
	UTM should support both SNMPv1, SNMPv2 providing in-depth visibility into the status of appliance.

	
	UTM Should support both SNMP and email based alerts, UTM should support extensive logging to external logging device or syslog servers and should provide a web based real time log viewing and filtering capability.

	
	UTM should support Multiple Link load sharing/balancing

	
	UTM should support manual content as well as URL filtering support and also support User based UTM policies in addition to IP address based UTM policies UTM should identify and control applications regardless of port and protocol for At least 500 applications.

	
	UTM should support Traffic shaping and prioritization based on Per IP address 

	
	The product should have IPv6 ready logo that demonstrates readiness for IPv6 Environment

	
	The proposed system shall comply/support industry standards, supports without Detailed Specification additional external solution, hardware or modules such as IPSEC VP , SSL VPN

	
	The device shall utilize inbuilt hardware/software VPN acceleration for IPSEC (DES,3DES, AES) encryption/decryption and SSL encryption/decryption

	
	The system shall support IPSEC and PPTP VPN pass through so that computers or subnets on internal network can connect to a VPN gateway on the Internet

	
	The system shall support Multiple forms of site-to-site VPN configurations Like  Route, Policy, Domain etc

	
	The system shall support IPSEC site-to-site VPN and remote user VPN in transparent mode

	
	The proposed system shall support TWO modes of SSL VPN operation: 1) Web only mode: for thin remote clients equipped with a web browser only and support web application such as HTTP/HTTPS Proxy, FTP, Telnet and 2) Tunnel mode, for remote computers that run a variety of client and server applications The proposed system shall provide certificate-based authentication for administrative access to IP Sec &SSL VPN

	Intrusion Prevention (IPS)
	UTM should have Integrated IPS Solution

	
	System (IPS) Support Behaviors analysis and signature based analysis with online download support of newer signatures for at least 1500 and shall be demonstrated by the

firm during inspection and registration.

	
	There should be an option to create User-specified signatures.

	
	The software on the IPS should support online software reconfiguration to Ensure that changes made to a IPS configuration take place with immediate effect.

	
	The IPS should have high availability, so that in case if the primary fails the secondary appliance will become active without any manual intervention

	
	IPS solution should have capability to protect against Denial of Service (DOS) and

DDOS attacks. Should have flexibility to configure threshold values for each of the Anomaly.

	
	IPS solution should be flexible enough to configure, enable/disable signatures and have different actions for the IPS signature at the UTM policy level and not configured at GLOBAL or interface level

	
	DOS and DDOS protection should be applied and attacks stopped before UTM policy lookups, AV scan. Option to configure and set DOS threshold values at a IP and Subnet level should be possible

	
	IPS signatures should have a configurable actions like terminate a TCP session by issuing TCP Reset packets to each end of the connection, or silently drop traffic in addition to sending an alert and logging the incident

	
	Signatures should a severity level defined to it so that it helps the administrator to understand and decide which signatures to enable for what traffic (e.g. for severity level: high medium low}

	
	Can export reports to other formats. Should be able to output report data into a variety of different file formats like HTML, PDF and Doc etc.

	Anti-Virus
	UTM should have integrated gateway level Anti-Virus Solution

	
	Virus gateway should provide real-time detection of viruses and malicious code at the gateway for SMTP, IMAP/ POP3, HTTP, HTTPS and FTP Internet traffic. 1M protocols (MSN, Yahoo etc). The solution should detect and block viruses in HTTPS traffic.

	
	UTM Should support both Proxy based and flow based AV scanning Technology 

	
	The proposed solution should be licensed per Hardware/Appliance as against per user

	
	Virus Gateway should have option to configure to respond to virus detection in Several ways .ie. delete the file/quarantine the file and alert e-mail

	
	Frequent updates of virus pattern files should be available from the Web and option for scheduling for automatic update thru a secure communication as well as for manual update should be available.

	
	Should have facility to block files based on file extensions or original file type over HTTP,HTTPS,FTP,SMTP,POP3

	
	Should have facility to configure the max file/email size which can be downloaded thru internet

	
	The solution should support load balancing for the AV scanning, so that the traffic which needs to be scanned can be load balanced across the boxes in the cluster.

	
	Should have reporting facility to generate reports on virus detected over different protocols, top sources for viruses, destination for viruses, top viruses etc.

	Anti-Spam
	The proposed UTM shall have upgradability to provide Anti-Spam capabilities over SMTP, POP3 without external solution, devices or hardware modules.

	
	Solution should have inspection facility on the header and body of the mail to check for spam URI content and identify whether the mail is a seam mail or not. Option should be available to manually configure multiple RBL servers to check for spam mail. 

	
	Should have options to configure white list as well black list based on IP address, email address/domain and validate against the same to detect whether a mail is spam mail or not 

	
	Should have provision to define banned key words and check against those key words to identify spam mails.

	
	Should have configurable spam actions for detected spam mails ie. tag the mail, delete the Spam mail etc.

	Web & content Filtering
	UTM should have integrated category based URL filtering solution which should be capable of filtering HTIP and HTIPS based URLS

	
	The proposed solution should be licensed per unit as against per user

	
	Should be able to block different categories/sites based on users for at least 20 million sites under 50 categories and same shall be demonstrated by the firm during registration and inspection

	
	Should have configurable parameters to block/allow unrated sites

	
	Should have configurable options to allow/deny access to web sites in case if the URL rating service is unavailable

	
	Should have options to customize the block message information send to end users

	
	Should have facility to configurable policy options to block web sites based on Banned words.

	
	Should have configurable policy options to block URLs based on web patterns (e.q. Mail.* to block web mail related sites)

	
	Should have configurable policy options to define the URLs what needs to be blocked as well as the exempt list

	Application Control
	The proposed system shall have the ability to detect, log and take action against network traffic based on over 1,000 application signatures

	
	The application signatures shall be manual or automatically updated

	
	The administrator shall be able to define application control list based on selectable application group and/or list and its corresponding actions

	
	The proposed system shall have the ability to identify, block or rate limit the following common P2P applications: Gnutella (Napshare, iMesh, Mldonkey, morph, Xolox,  Bear Share, FOXY), Bittorrent, Kaaza, WinY, edonkey

	
	The proposed system shall have the ability to manage and control Instant messaging usage by identifying various IM applications such as AIM, MSN, YAHOO, SIMPLE, ICQ

	
	Identify 1Musernames automatically, thereafter allow administrators to specify access rights accordingly for 1Mapplications like Yahoo, MSN etc

	
	Control file transfer and audio call over AIM, ICO, MSN &Yahoo!

	
	The proposed system shall have the ability to manage and control VolP usage. 

	
	The unit shall maintain statistics on selected 1Mand P2P applications, and VolP Protocols internally.

	Link and Load 
	The proposed system shall be able to operate on either Transparent (bridge) Balancing/ sharing mode to minimize interruption to existing network infrastructure or NAT/Route &Router mode

	
	The system must be able to support routing protocols including, RIPv1 &v2, OSPF, BGP.

	
	The system shall be able to p-r-o-vide Wan link redundancy using ping probes

	
	UTM should support Multiple links( more than 2) load sharing / balancing with failover cum redundancy

	Performance
	UTM Firewall throughput shall be at least 1 to 2 Gbps or better. 

	
	IPS throughput should be more than 2Gbps.

	
	Minimum Concurrent firewall sessions supported shall be 100000.

	
	Minimum new fire wall sessions supported shall be 10000.

	
	Minimum Antivirus throughput shall be 1Gbps

	
	UTM should have integrated SSL VPN gateway functionality

	
	Minimum intrusion prevention system throughput shall be 200 Mbps.

	
	UTM should at least be comprised of following 7 security functionalities 1) UTM + IPSecVpn +SSL VPN 2)lntrusion Prevention system 3)Antivirus 4) Anti-Spam 5) Web Content Filtering 6) Application Control 7) Link Load balancing &Router 

	
	UTM appliance should at least support 1 GbE 10/100/1000 interfaces

	Warranty 

	3 Years.


SPECIAL BRANCH, POLICE HEADQUARTER, BHOPAL
SPECIFICATION FOR WRITE BLOCKER KIT
Solution as portable kit which contain a complete family of write blocking hardware write blockers along with adapters and connectors for use in acquiring a forensically sound image of virtually any hard drive or storage device you may encounter. Simply select the appropriate Write Protected Blocker and attach it to the source drive and use your desktop or laptop to acquire a forensically protected disk image to an internal drive or externally connected drive enclosure. 

Inclusion

· USB 3.0 IDE/SATA (T35u).  
· SAS (T6u), USB3 (T8u). 
· FireWire (T9). 
· Forensic Card Reader (W2525). 
· Two Power Supplies (TP2/X1000), Cables and Adapters.
SPECIAL BRANCH, POLICE HEADQUARTER, BHOPAL
SPECIFICATION FOR 

CNC3020 3-Axis CNC Router Engraver Milling Machine + Spindle with Motor

Special Features:
1) Should have Auto-check and output relay terminals
2) Should have Handwheel pendant.
3) Should have PWM DC Spindle control board, control to set the spindle speed. Also user can switch to manual control spindle speed
4) Should have CNC to 3D Printer extruder .
5) Should have features board with parallel port input and output high speed opto-isolation .
6) Should have Motion memory function. Can record the motion from Computer, or hand wheel controller. Can play back the whole motion without computer controller.
7) Should have Hand wheel controller with LCD display that  can show X, Y, Z and A position up to 0.01mm
8) Should have Hand wheel control motion smoothing function. Embedded acceleration and deceleration in hand controlling.
9) Should have  stand alone control up to 5 axis stepper motor (standard package  4 axis) without Computer connected
10) Should have Constant speed spindle motor function. Can detect spindle motor speed and provide more power automatically once the speed is dropped down. Fulfill low speed high power usage.
11) Should have Spindle motor overcurrent protection, prevent motor board and motor damage
12) Should have  spindle motor control with electronic acceleration and deceleration.
13) Should have X, Y, Z axis Limit switches anti-crash function, once limit switch is triggered, the machine will automatically drive back 5 mm, prevent crash accident.
14) Easy to maintenance, repairing and replacement.

15) Should haveHigh velocity performance, velocity can drive up to 3500mm / minute, acceleration up to 400mm/s2

16) Should have Extension function can connect to 800W or above water cooling type AC spindle Motor  controller .
CNC Machine Specifications: 

	CNC Frame and MOTOR Specification 

	Effective Traveling Range
	 200(X) X 300(Y) X80(Z) mm (Approx)

	Working Table
	 240(X)*450(Y)*20(Z) mm (Approx)

	Frame Material 
	Should have Aluminum Alloy < 10 mm thickness

	Sliding Core
	X: Dia. Min 16mm

	 
	Y: Dia. min 16mm

	 
	Z: Dia. min 12mm

	Limit Switch
	Should have X, Y, Z  (2 switch per axis)

	Stepping Motor
	Should have min 57 2 phase 3A 1.8 Degree (Brand New)

	Spindle Motor
	Should have minDC Motor - 300W

	Spindle Speed
	Should have up to 13000 RPM

	Repeatability 
	Min0.05mm

	Max No Loading speed (X, Y, Z)
	Min 2500mm / min

	Spindle Precision (Beat error)
	Min 0.01 - 0.04mm

	PC connection
	Min Parallel Port

	OS
	Should support min Win2000 XP with Latest supporting.

	CNC
	Software Mach 3 or Mach 4


Controller box and hand wheel pendant Specification:

	Item
	Description
	Parameter

	Socket
	Number of Slot
	Stepper Driver Board
	5

	
	
	DC Spindle Motor Driver Board
	1

	
	
	Water Cooling system system with water pump
	1

	
	
	Limit Switch X Y Z
	1

	
	
	External Controller
	1

	
	
	PC Parallel Port
	1

	
	
	USB to Serial Modbus
	1

	
	
	Auto check terminal
	2

	
	
	Relay Output (3A 110 to 220V)
	2

	Stepper Motor Driver Board
	
	Operating Voltage
	24DCV

	
	
	Maximum Current
	3DCA

	
	
	Micro-Stepping divider
	1:8

	
	Hand Wheel Control
	Maximum Acceleration
	200mm/s2

	
	
	Maximum Deceleration
	200mm/s2

	
	
	Maximum Speed
	3500mm/min

	
	MACH3 Computer Control
	Maximum Acceleration
	300 mm/s2

	
	
	Maximum Deceleration
	300 mm/s2

	
	
	Maximum Speed
	3500mm/min

	Stepper Motion Memory
	
	Number of Memory Region
	4

	
	
	One Region Max Record Time
	30minutes

	
	
	Maximum Memory Speed
	3500mm/min


SPECIAL BRANCH, POLICE HEADQUARTER, BHOPAL
SPECIFICATION FOR WORKSHOP LAMP Light
 

· Specifications:
Adjustable shade and arm. 

·  Outside green, inside white enamelled shade material. lacquered arm.

·  Shade Ø ca. 15,5 cm, height lower arm ca. 63 cm, lenght upper arm ca. 60 cm, total lenght ca. 118 cm.

· Current consumption: 8mA

· Delivery with LED bulb.
· Material: ABS
SPECIAL BRANCH, POLICE HEADQUARTER, BHOPAL
SPECIFICATION FOR CELL PHONE DETECTOR
Solution for indicating cell phone or contraband device is on the person's body & can detects the change of ambient magnetic fields resulting from ferromagnetic objects passing thru the portal. 

Could contain multiple independent zones that can reveal multiple hidden items as someone passes hrough the portal. 

Features; 
· Quick scan anyone for unauthorized cell phones in pockets, backpacks, purses & briefcases. 

· Rugged pressure switch mat ensures only suspects passing through sensors will trigger alarm. 

· Independent, ultra-bright LED "zones" instantly indicate approximate position of phone. 

· Detects any ferromagnetic material including cell phones, laptops, tablets as well as knives and guns. 

· Alarm does not false trigger from jewelry (gold and silver), copper, aluminum, bronze or brass. 

· Minimum ten levels of user adjustable sensitivity. 

· Can detect cell phones even when switched OFF and battery removed. 

· Lightweight and simple setup makes for portable perimeter security. 

· Can quick assemble. 

· Does not false trigger from digital watches. 
	Technical Specifications 

	Sensors 
	Min. Independent detection zones (6 per pole) 

	Horizontal Range 
	Min.  20-25 (user adjustable) inches (between poles) 

	Vertical Range 
	Min. 70 inches (head to toe) 

	Possible False Triggers 
	Some metallic objects, surfaces & areas of high electro-magnetic activity 

	Alerts 
	Blinking/Fading color LEDs (multi-zone) 

	Integrated siren with adjustable volume ON / OFF key switch 

	Buttons for calibration & sensitivity adjustment 

	Calibration Modes 
	Auto or manual (calibration approximately 10 seconds) 

	Power 
	110V AC for continuous operation 

	Operating Temp 
	15º to 148º F 

	Includes 
	(2) Sensor Poles 

	Rugged pressure switch. 

	Warranty 
	2 Years Comprehensive Onsite. 


SPECIAL BRANCH, POLICE HEADQUARTER, BHOPAL
SPECIFICATION FOR NON LETHAL STUN GUN

Must support following cartridges

 8 

Probes (6M) – Launch two probes attached to device by two conductive wires: from as far as 6M the device transmits electric shock through the wire to immobilize the target.

Technical specification

	Battery
	Should have Rechargeable  Li-ion/ Ni-1800mA, (Continuosly electric shock or illuminating)
(continuously electric shock or illuminating)

	 
	(continuously electric shock or illuminating)

	Current type
	Should work on DC current

	Penetration
	Around 2cm clothing, 

	Peak open circuit arcing voltage
	Approx. 50KV (average) ±10%

	Frequency
	0 Hz (DC current), 50 Hz (AC current)

	Output current
	<0.3mA 

	Temperature range
	-10°C ~ +55°C

	Housing
	Light weight

	Spare cartridges
	50


SPECIAL BRANCH, POLICE HEADQUARTER, BHOPAL

SPECIFICATION OF PNEUMATIC LIGHT MAST-AIR POWERED MINI TELESCOPING BOOM

Specifications 

· Length should have 5 feet - 13.5 feet

· Weight should have less than or equal to 40 lbs

· Materials shoud have AluminumConstruction

· Sections should have min 4  i.e. 3.9' sections

· Operation: Pneumatic - Electric Air Compressor

· Mounting: Square, Four Hole Bracket

-
SPECIAL BRANCH, POLICE HEADQUARTER, BHOPAL
SPECIFICATION FOR IR & RED LASER FOR AK47 VERTICAL FORE GRIP KIT

 (a)
Attachment
-
Front Fore Grip Mounting.

(b)
Activation
-
Ambidextrous Dual-Side Activation Integrated Momentary Pressure Switches. Instinctive activation switches letting operators select the light or the laser individually, or both simultaneously. 
(c)
Activation Mode-
Laser and light functions are programmable, three illumination modes: Independent Momentary, Strobe and Constant-On

(d)
Mount

-
Custom. Two screw rail mount
(e)
Weight without Batteries
-262 gms+ 25 gms approx
(f)
User Adjustable-
Laser - Both Windage and Elevation, Light-Fixed
(g)
Warranty
-
1 Year Complete
(h)
Master On/Off Switch-
Soft Push button type – one each for light and laser. 
(i)
Beam Intensity
-
5mw peak, 633nm, class IIIa red laser. 
(j)
Light Specs
-
Replaceable, 150/200-Lumen LED white light module (rotating, light bezel selects high/low output – intensity)
(k)
Dot Size

-
Approximately 0.5" diameter at 50 feet.

(l)
Power Source
-
Two CR123 lithium batteries.

(m)
Laser Battery Life-
Over 24 hours.

Technical  Specs - IR Laser Panel – 

	Material
	Polymer

	Color
	Black

	Activation Location
	Dual Side Activation

	Attachment
	Accessory Rail

	Battery Type
	Two Batteries

	Finish
	Polymer Grip Panels with Rubber Overmold Activation Pads

	Installation
	User Installed

	Activation Mode
	Independent Momentary, Strobe and Constant-On

	Sighting
	Factory Sighted at 50'

	User Adjustable
	Windage and Elevation

	Wrench Size
	0.05

	Dot Size
	Approx. 0.50" at 50'


SPECIAL BRANCH, POLICE HEADQUARTER, BHOPAL
SPECIFICATION FOR TACTICAL LADDER 
The Portal tactical Ladder that can be deployed quickly, disassembled and removed from the scene in a matter of minutes. Ladder ideal for night-time usage and flame-retardant, non-conductive and UV resistant. Length needed 14', feet. 

Portable: Hand carry strap that can allows quick and easy movement through confined spaces. A backpack harness for ladder to be carried on an individual's back, so it can leave the arms and hands free to function at other tasks. 

Reversible : The top foot/bumper that can allows the Portal Ladder to be set up and climbed in either direction making deployment in low light or harsh conditions easier. 

Strength: The Portal ladder should be military standard & manufactured from cast aluminum alloy for the frame, extruded aluminum alloy for the rungs, and stainless steel connecting pins. Ladder must be Class 1A working load rating of 300 pounds. 

Compact: The Portal ladder in the folded position can be carried like a large briefcase or on the unique open style Back Pack to make transporting the ladder even easier and without interfering with the soldier's arms and hands.
SPECIAL BRANCH, POLICE HEADQUARTER, BHOPAL
SPECIFICATION FOR MP-5 RAM GUNS 

· The RAM MP-5 must be designed to be essentially identical in dimension, appearance, weight and function to its live counterpart. 

· The weapon must load and fire exactly like the MP-5 with semi-auto and selective full auto modes of fire.

· The weapon must fire 0.43 calibre dust (powder) marker projectile which should burst on impact. It should also under the case ejection function with metallic case being ejected each time a round is fired).

· The weapon main body must be made of metal and while the furniture (butt, fore-grip and pistol grip) must be made of plastic.

Technical Specification.


(a)
Calibre – 0.43 inch.

(b)
Magazine Capacity - 20 rds.

(c)
Energy Source – CO2

(d)
Capacity (powered by) - 2x 12g cylinder

(e)
Rounds Per Cylinders-2x12g-70-80 trigger presses.                                     

(f)
Rate of fire – 2-8 times per sec.

(g)
Muzzle Velocity – 280 + 10% ft/sec.

(h)
Max Range – 200 feet. 

(j)
Max Effective Range – 75-100 feet.

(k)
Fire Selector–Safe/Semi/Full Auto.

(l)
Components – Plastic, Copper, Steel, Al Alloy.

(m)
Length–73cm  + 2 cm.


(n)
Weight – 2570 gms + 30 gms (without magazine).
Accessories.

(a)
One Barrel Safety Plug.

(b)
One Oil Bottle.


(c)
One Magazine.

SPECIAL BRANCH, POLICE HEADQUARTER, BHOPAL
SPECIFICATION FOR TRAINING GUN MP5 

· The Cyber Gun MP-5 must be designed to be essentially identical in dimension, appearance, weight and function to its live counterpart. 
· The weapon must load and fire exactly like the MP-5 with semi-auto and selective full auto modes of fire.
· The weapon must fire 0.20 gm BBs (round pellets) which should hit the target with accuracy and cause reasonable pain to the target to ensure compliance in training scenarios. 
· The weapon main body (including fore grip) must be made of metal and while the furniture (pistol grip and butt) must be made of plastic fibre. It must have facility similar to the original weapon such as the Cocking mechanism, Piccatinny rail, Metal open sight (rear drum sight and open fore sight), Magazine ejection/release mechanism, side folding butt and side sling attachments.

Technical Specification.

(a)
Length–64 cm + 2 cm (Open Butt), 41 cm + 2 cm (Fold Butt).


(b)
Weight – 2900gms+30 gms


(c)
Magazine Capacity –250 BBs or Pellets.


(d)
BBs or Pellet – White coloured BBs of 0.20 gms


(e)
Power – 1.3 Joule.

(f)
Muzzle Velocity- 114m/sec + 10% m/sec or 374ft/sec + 10% ft/sec.

(g)
Rate of fire – 800rds/min.

(h)
Max Range – 50m.

(i)
Energy Source – Rechargeable Battery - 8.4v 1600NiMH/1600mAh -7x2/3A, 8.4v 1600mAh -7x2/3A ) or 8.4v 1200NiMH / 1200 mAh -7x2/3A  or 9.6v 1600 NiMH / 1600mAh -8x2/3A. 
(j)
Metal Gear Box.

(k)
Fire Selector–Safe/Semi/Full Auto.

Accessories.

(a)
One Magazine.


(b)
Battery + Battery Charger

SPECIAL BRANCH, POLICE HEADQUARTER, BHOPAL
SPECIFICATION FOR AIR SOFT GUN MP5 K (H&K)

Specifications:
Manufacturer: VFC

Model: MP5A5
Muzzle Velocity: Should be 390-400fps
Magazine Capacity: Should have 200rds
Color: Black
Package Includes: Gun, Magazine

Features:
Licensed Trademarks
Stamped Upper Receiver
Polymer Stock
Polymer Lower Receiver

A- Description: Non Marking BB

B- CO2 CYLINDER (BOX OF 50 PCS)

SPECIAL BRANCH, POLICE HEADQUARTER, BHOPAL
SPECIFICATION OF HARD DISK FOR STORAGE

	A
	Internal HDD 1 TB
	· 1TB Internal SATA Hard Drive

· SATA 6Gbps connectivity

· 16MB cache 

· 7200 RPM
· 3.5 Form factor

	B
	External Portable HDD 2 TB
	· Capacity of 2 TB

· USB 2.0, USB.3.0 Connectivity

· Desktop Form factor

	C
	External HDD 5 TB
	· Capacity of 5TB

· USB 2.0, USB.3.0 Connectivity

· Desktop Form factor

	D
	Rugged External Portable HDD
	· Capacity of 2 TB

· Super Speed USB 3.0 (backward compatible with USB 2.0
· Rugged External Portable


 SPECIAL BRANCH, POLICE HEAD QUARTER, BHOPAL 
SPECIFICATION OF
TELEPHONE LINE ANALYSER

             The equipment should support following  features –

· Telephone line tests including on Automatic Switching Matrix.

· Should capable of doing digital demodulation.

· Should capable to show frequency domain reflectometer(FDR)

· Should capable of providing detcetic through non linear junction detection(NLJD) on a line.

· Should perform digital multimeter tests.

· Should have high gain audio amplifier and built-in audio oscilloscope.

· Should have RF analysis and detection capabilily.

· Should have voip test features with all accessories.

· Should have test data storage and analysis.

· Should have telephone line analyser data viewer software.

· Should have harmonic locator probe(HLP)

DIGITAL I/O- 

· Network

:
10/100 Eihernel controller

· USB


:
USB Device(A type) supports external        

                                          
 keyboard, mouse, and USB mass storage   

                                         
 device, USB Host(B type) for future use.

ANALOG I/O-

· Headphone output
:
3.5 mm connector

· Microphone Input
:
3.5 mm input

USER INTERFACE-

· Hard kays

:
6 Soft  menu keys, 5 button Quadrant                                      

                                           
 Navigation & other dedicated keys


· Encoder 

:
High-Resolution Optical Encoder  Integrated   

                                           
 Touch Screen with stylus test inputs:


Dual MODB

:
Supports 2,4,6 & 8 wire modular phone jacks.

Banana Type
:

Standard sleeved sockets Ring, Tip, and Earth.

SMB RF Input
:
RF/Antenna connection to 8 GHz Broadband  

                                           
detector.

Expansion Port
:
Supports communication and measurement 




for use with future accessories 

· RF system

spectrum Analyzer :
Dual Conversion, super Heterodyne Receiver Frequency Range : 30kHZ to 85MHz

Sweep Time           :
2 Seconds

Step Size                :
1kHZ

Bandwidth             :
18kHz

Sensitivity             :
100dBm

· Broadband Detector

RF SMB Input       :
To 8GHz

Line Leval Teat     :
100kHz to 600 MHz

· DIGITAL MULTIMETER

Quick Response Auto-Ranging : 500ms Sample Rate
AC/DC volts        :
0 to 250V Maximum
Resistance          :
0 to 40 MegOhm

Capacitance       :
4nF to 4.2uF

· BIAS GENERATOR

Optically Isolated, Direct Digital control :
High voltageDAC

output Ceiling    :
+ 80V

Modulation         :
Fixed vaoltage, or variable rate Sinewave 10Hz to 300Hz)

· AUDIO                        
Audio Bandwidth     :
 20Hz _ 20 KHz

Gain                          : 
up to 80 db total system gain

AGC                          : 
Digitally Contralled Automatic Gain

Filter                         : 
Anolog Voice band filter (300Hz to 3kHz)

· POWER SYSTEM
External Input         :
 15VDC @3A

Universal power supply:
100-240VAC, 50-60Hz

Removable Battery      :
Rechargeable Lithium ion 4-6 hours of run time

·  HARMONIC LOCATOR PROBE

Operational Frequency 
:
225khz & 450 khz 

Antenna Type           
 : 
160 hm, 105dB SPL limited

Battery                    
:
 9V Alkaline 

Run-Time                  
: 
10 Hours average, 22 hours ( headphones) 

 Weight                    

: 
1 kg (Max).

Case 



:
Ruggedised hard Carrying case.

Certification                     
CE/UL (OEM)
Warranty
3 years warranty of all equipments with Support 24 x 7 

SPECIAL BRANCH POLICE HEADQUARTER BHOPAL
SPECIFICATION OF DEEP SEARCH METAL DETECTOR (D.S.M.D)
Antenna

· Frequency Range (typ.): 300-1300 MHz

· Peak Frequency: Any where between 300-500 MHz

· Pulse Duration (typ.): 0.9 ns

Radar Controller Computer

· Processor: Multi-core 1.6 Ghz

· Memory: DDR2 256 MB

· Hard Disk (Program and Storage): Ruggedized Solid State 32GB

· Display: 10.4” Daylight Readable LED Color LCD

· Dimensions: 335mm x 235mm x 95mm

· Weight: approximately 5.0 kg

· Power Supply: 10.5-18VDC @ 25W

· Control: full screen menu system using touchscreen  interface. Optional use of full keyboard and mouse or remote control.

· I/O Provision
· Serial Port

· Radar Interface Port

· DC Power Port

· 2 USB 2.0 Ports

· System Scan Modes
· 
    Maximum typical logging scan rate of 390 scans per second

· Trigger Modes: Free run, timed interval, shaft encoder, GPS, manual

· Nominal Sampling Rate: Not less than 300 KHz
· Time Varying Gain Maximum: 40dB

· System Environmental Specifications
· Temperature: -11 deg. To 50 deg. C

· Humidity: non-condensing 0% to 90%

· Seals: IP 67

· Radar Head Electronics Specifications(Approx) 
· Total System Dynamic Range: >130 dB

· Receiver Dynamic Range: >90 dB

· Time Range Minimum: 50 ns

· Time Range Maximum: 820 ns

· Pulse Repetition Time: 2.5 us

· Stacking: Automatic

	GPS:
	Integrated support for built-in GPS, or external GPS

 via USB/serial port (NMEA 0183 protocol)

	Power supply:
	Internal 12V/20.8 Ah Battery or any external  10-15V DC Source

	Charger:
	Internal. Unit can also be charged from any external

 12 - 15V DC source

	Power consumption:
	1.3 – 2.0 A

	Operating time:  
	8 – 10 h 

	Certification 
	CE/ UL certificate required 

	Warranty
	3 years


This Diagram is only indicative
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SPECIAL BRANCH, POLICE HEAD QUARTER, BHOPAL 

SPECIFICATION OF 
PORTABLE DOOR FRAME METAL DETECTOR

1- Technology

-
State of art technology including pulse 

                                                                     induction technology (Preferably)

2- Sensitivity


-
0 to 9 level by a single switch.

3- Metal detection

-
(i) Should detect all metals including ferrous non 




ferrous ferrite alloys carried on person at all speed.






(ii) Capable of detecting 200 gms. metal on human  

                                                                     body. 

4- Alarm Signal

-
Sharp audio single with multiple visual indicators.

5- False alarm rate

-
Less than 3%

6- People capacity

-
Approx 15 person per minute. (Through put  rate)

7- Dimensions & Height
-
Height
- 200Cm, width - 80Cm.

8- Interference protection
-
(i) Should not interfere with adjacent installed 

                                                                     Metal object. 






(ii) Total immunity to environmental/Radio signal.






(iii) Optimum compensation for external stationary 

                                                                            metal.  

9- Power Supply

-
(i) 220 VAC/ 50Hz Mains.

-
(ii) 12 V DC  rechargeable for minimum 10 Hrs operation with in built charger. The charger should be heavy duty & good quality SMPS/Transformer based.

10- Calibration

-
(i) Automatic & manual






(ii)Re-set time adjustable.

11- Temperature 

-
0 degree to 50 degree

12- Humidity


-
Up to 95% ,  No condensation


The door frame  made up of flexible cable housed in telescopic extendable P.V.C. pipe frame with clutch in for quick release & locking system. The pipes  to form a door frame by releasing the clutch. The elbow, socket & clutch made out of unbreakable brief case. Two no. wooden (Teak) legs for stability of frame & wooden ramp (Teak) for protection of coil.  Plug in cord system & I.R. sensor to avoid outside metal movement alarms.

13- Control unit

-
Control unit built in good quality briefcase   

14- Counter


-
Five digit in/out and net in.

15- Safety


-
(i) Should confirm to international standard of 




                   safety/radiations.

(ii) Safe for cardiac pacemakers and magnetic   

       recording materials.






(iii) Should be data safe.

                                                                    Lab certificates to be attached with technical bid.

16-  Warranty, after sale 
-
(i) 2 Years minimum warranty.

       service & availability 

(ii) availability of suitable repair service centers & 

        of spare parts. 

      
       spare in state capital or in major city of state.







(iii) Should undertake to provide aintenance/

                                                                          spare support for a period of minimum 5 years.

17- Complete DFMD supplied in single heavy duty large briefcase.

18- Instruction & operating Manual should be provided with each DFMD containing manual   (In Hindi language)





(i) How to install the DFMD with drawing





(ii) Safety measure & precaution.





(iii) Storing & Charging procedure of DFMD.

19- Battery status indicator
LED indicator during operation the battery status should be indicated by one tri color LED state that normal charge. Advance low battery indication & blinking LED with audio beep as battery cut of stage. The battery voltage should also display in LCD. 

SPECIAL BRANCH, POLICE HEAD QUARTER, BHOPAL 
SPECIFICATION OF 
B. P. JACKET level III  (BULET PROOF)

· Size of plates


-
Not less than 10"x12" approx. Hard armor plate.

· Nos. of plates


-
2Nos., front & back.

· Weight


-
Not more than 7 Kg.

· Coverage area of SAP :
-
 .55 Sqr. mtr  minimum

· Threat level


-
National institute of justice level III

· HAP (Hard armor plate) shall be able to provide protection against weapon  AK 47 KF ammunition (Kirkee Factory), Insas, 7.62 SLR. from a distance of 15 meter in both dry & wet condition.

· SAP shall be able to provide protection against 9mm carbine in both dry & wet condition from 5 meter distance.

· Four Nos. complete  B.P. jacket should be provided for testing purpose.

· The Jacket must have adequate length and belt fixed with Velcro for easy & free adjustment both at shoulder & whist.

· Outer cover of Jacket should be washable.

· The fabric must be suitable for wear in hot, humid & raining conditions & not being warmer to wears. 

· The inner side of outer cover should be made of sweat absorbing ventilation mesh.

· SAP must provide protection to all Vital organs on the front as well as rear torso.

· Instruction manual in Hindi language should be supplied  with each B.P.Jacket shows how to wear & important measure for storing the B.P. Jacket.

· Labeling - Each B.P. Jacket  must be labeled as their lot Nos. Batch Nos. & precaution for storage.

· Service life should be indicated clearly and  explicitly. Long service life shall be given preference.

· No Penetration even in case of unfair Shot.

· Less Trauma will be preferred & in no cause trauma should be more than 25 mm
SPECIAL BRANCH POLICE HEADQUARTER BHOPAL
Specification of 

DIGITAL SCOUT AND FREQUENCY ANALYZER

	Sr. No. 
	Parameter
	Required Specification 

	1
	Spectrum Analyzer Type 
	Must be handheld and small form factor and should be Real Time. 

	2
	Frequency Range 
	9 KHz to 2 GHz

	3
	Aging
	± 3 ppm 

	4
	Real Time Capture Bandwidth or Analysis 
	40 MHz 

	5
	Resolution Bandwidth Settings
	10 Hz to 10 MHz 

	6
	Max RF input without Damage 
	DC voltage ± 40 VDC  

Reference level ≥ 10 – dBm + 23 dBm  

	7
	DANL (Displayed Average Noise Level) 
	10 MHz to 1 GHz ≤ -160 dBm 

1 GHz to 2 GHz ≤ - 158 dBm 

2 to GHz to 4 GHz ≤ - 155 dBm

4 to GHz to 6.2 GHz ≤ - 150 dBm

	8
	Residual spurious response 
	< 80 dBm 

	9
	Trace Points
	801, 2401, 4001, 8001, 10401, 16001, 32001, and 64001points

	10
	Audio Output
	Type : AM, FM 

IF Bandwidth Range : 8 KHz – 200 KHz

	11
	Detectors
	Average (VRMS), Average, CISPR Peak, + Peak, - Peak, Sample 

	12
	Interface 
	USB 3.0 device side

	13
	Connector & Input Impedance
	Type – N, female – 50 Ω

	14
	Power Requirement
	It should run on the USB powered without any battery. 

	
	Operating Temperature 
	-10 c to + 55 C

	15
	Field use 
	It should be Mil-Std 28800 Class2 complied and environmental, shock and vibration specifications for use in harsh conditions. 

	16
	Streaming capture 
	Should be available

	17
	Processing Unit 
	It should be a tablet and very handy

Weight must be less than 1 Kg. 

Windows 7- 64 bits or Windows 8 

HDD 500 GB 

RAM : 8GB 

Intel i7 Processor 1.7 GHz 

	18
	Interface for processing Unit 
	USB 3.0 must be there. 

	Software Specification 

	1
	Spectrum Analysis
	It should have spectrum analyzer window. 

	2
	Real Time, Amp vs time, frequency vs time, phase vs time measurements and Time Domain Analysis Window should be available. 

	3
	Analysis Windows/Traces
	Time Window, 

Spectrum Window, 

Amplitude Vs. Time of Carrier, 

Frequency Vs. Time of Carrier, 

Phase Vs. Time of Carrier

	4
	Spectrum related Measurements
	Channel Power, Adjacent Channel Power, Multicarrier Adjacent Channel Power/Leakage Ratio, Occupied Bandwidth, dB Down

	5
	Spectrogram with Time Markers
	Should be available. 

It should have time markers to see the history from the spectrogram

Markers should also inter- trace correlated. 

	6
	Log Periodic Antenna Unidirectional type 
	Frequency – 300 MHz to 7 GHz 

	
	
	Gain – 4 to 6 minimum 

	
	
	VSWR – 2:1

	
	
	Weight – Should be less than 900 Gram 

	
	
	Impedance – 50 Ω

	
	
	connector – N type Female

	7
	Certification
	CE/UL (OEM) 

	8
	Warranty 
	3 years 


