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FONTES DE REFERÊNCIAS ADICIONAIS

A bibliografia é apoiada por notas de aula e artigos diversos em revistas especializadas (Transportation Research, Transportation Research Record, Transportation Science, Traffic Engineering and Control, ITE Journal, ITS Journal, ...) e nas publicações seguintes:

Transportation and Traffic Flow Theory:

- Mahmassani, H.S. (2005), 16th International Symposium, Maryland, USA.

- Taylor, M.A.P. (2002), 15th International Symposium, Adelaide, Australia.

- Ceder, A. (1999), 14th International Symposium, Jerusalem, Israel.

 - Lesort, J.-B. (1996), 13th International Symposium, Lyon, France.

- Daganzo, C.F. (1993), 12th International Symposium, Berkeley, USA;

 - Koshi, M. (1990), 11th International Symposium, Yokohama, Japan;

- Gartner, N.H.; Wilson, N.H.M. (1987), 10th International Symposium, Massachusetts, USA;

 - Volmuller, J.; Hamerslag, R. (1984), 9th International Symposium, Delpht, The Netherlands;

Highway Capacity and Level of Service:

- Brillon, W. (2000), 4th International Symposium, Hawaii, USA.

- Rysgaard, R. (1998), 3rd International Symposium, Copenhagen, Denmark.

- Akçelik, R. (1994), 2nd International Symposium, Sydney, Australia.

 - Brannolte, U. (1991), 1st International Symposium, Kalrsruhe, Germany;


AULA 1 (16/09):

- Apresentação do Curso. Revisão de Engenharia de Tráfego: Missão da Engenharia de Tráfego. Hierarquização Funcional, Variáveis de Demanda, Serviço e Relações Básicas, Variáveis de Oferta e Condições de Oferta. Funções de Desempenho: Velocidade e Atraso. Sistemas e Elementos que Operam em Fluxo Contínuo. Sistemas e Elementos que Operam em Fluxo Descontínuo. Métodos Práticos de Análise de Capacidade e Desempenho. Princípios de Sinalização Viária. Controle de Tráfego em Fluxo Contínuo. Controle de Tráfego em Fluxo Descontínuo. 

Leituras de Nivelamento: notas de aula dos sites das disciplinas de graduação e pós-graduação (www.poli.usp.br/d/ptr2377 e www.poli.usp.br/d/ptr5803); 
- leitura mínima: textos de apoio 2, 4 e 5 do site de graduação, incluindo:
 
- os resumos dos métodos práticos para Segmentos Básicos, Seções de Entrelaçamento do HCM2000 e para Interseções com Sinalização de Prioridade e Semafóros do DENATRAN,
 
- os exercícios 2, 3 e 6; 4, 5, 7, 8, 9 e 10;
 
além de revisar pelo menos um dos textos complementares ...
Leituras complementares:
- cap.9a11 de Banks/02, ou cap.3e4 de Taylor/Young/Bonsall/96; ... ,
Leituras opcionais: 
- USA: Roess/Prassas/McShane /2004, Homburguer/Hall/Reilly/Sullivan/2001 ...
- UK: Salter/1989, IHT/1997 ...


AULA 2 (23/09):

- Conceitos e Variáveis Básicas: Demanda, Capacidade, Operação/Serviço.

- Flutuação Temporal e Característica Espacial, Caráter Aleatório do Tráfego. Confiabilidade ou Regularidade na Operação do Tráfego. Aplicação para Demanda, Fluxo, Velocidade, Atraso e Capacidade ...

- Caracterização da Flutuação no Tempo/Variação no Espaço: Fatores de Hora de Projeto e Fatores de Hora-Pico, Relação com Funções de Distribuição. Caracterização da Aleatoriedade. Aplicação para Brechas e Velocidades ...

- Caracterização da Heterogeneidade do Tráfego: Fatores de Equivalência Veicular, Capacidades Específicas. Composição de Períodos. Modelos Mistos.
- Funções de Desempenho Derivadas: Consumo de Combustíveis, Emissão de Poluentes (do Ar, Ruído, Vibração, ...), Efeito Barreira e Outras Externalidades.
Leituras:  TFT-RM, ítens 2.1 e 2.2; Daganzo (1997), cap.2; Leutzbach (1972), cap.2 ... DMRB, vol.11, UK; Sinha, K.C. (2007) – Transportation Decision Making, USA.
Medidas Qualitativas: Coombe, R.D.; Goodwin, R.P.; Turner, D.R. (1990) – “Planning the Transport System for the Historic Town of Bury St.Edmunds” in Traffic Engineering and Control, january, pp.10-22; Litman, T.A. (2003) – “Economic Value of Walkability” in TRR 1828, pp.3-11.

Sensores: Wang, Y.; Nihan, N.L. (2003) – “Can Single-Loop Detectors Do the Work of Dual-Loop Detectors?” in ASCE Journal of Transportation Engineering, vol.129, no.2, pp.169-141; Wang, Y.; Nihan, N.L. (2004) – “Dynamic Estimation of Freeway Large-Truck Volumes Based on Single-Loop Measurements” in Intelligent Transportation Systems, vol.8, pp.133-141; Cassidy, M.J.; Windover, J.R. (1995) – “Methodology for Assessing Dynamics of Freeway Traffic Flow” in TRR 1484. pp.73-79; Newell (1982).

Variação: Hoogendoorn, S. (2005) – “Vehicle-Type and Lane-Specific Free Speed Distributions on Motorways”  in TRR 1934, pp.148-156; Brillon, W.; Geistefeldt, J.; Regler, M. (2005) – “ Reliability of Freeway Traffic Flow: a Stochastic Concept of Capacity”  in Mahmassani, H.S., 16th ISTTT, Maryland, USA, pp.125-144; Kaplan/Meier; Botma, H. (1999) – “Queueing Model to Determine Variability of Recurrent Congestion at Freeway Link over a Year”, in TRR 1678, pp. 83-89; Sharma, S.C. (1986) – “Design Hourly Volume fro Road User´s Perspective” in ASCE Journal of Transportation  Engineering, vol.112, no.4, pp.435-440; U.K.DfT (2002) – “Traffic Input to COBA” in COBA Manual, Part 4 (DMRB, vol.13); Ritchie, S.G. (1983) – “Application of Counting Distribution for High Variance Urban Traffic Counts” in TRR 905, pp.27-33; Ivan, J.N.; Allaire, S.A. (1999) – “Estimating the Temporal Distribution of Traffic Within the Peak Period”, Report JHR 99-273, Connecticut Transportation Institute, University of Connecticut, Connecticut, USA.

Emissões: Penic, M.A.; Upchurch, J. (19??) – “TRANSYT-7F: Enhancement for Fuel Consumption, Pollution Emissions and User Costs” in TRR 1360, pp.104-111; Taylor, M.A.; Young, T.M. (1996) – “Developing a Set of Fuel Consumption and Emissions Models for Use in Traffic Network Modeling”” in Lesort, J.B. (editor) – 13th T&TFT International Symposium, Lyon, França, pp.289-314.

AULA 3 (30/09):

- Modelos Macroscópicos do Comportamento do Tráfego: Relação Fundamental e Diagrama Fundamental. Relação com Modelos Microscópicos.

- Modelos de Primeira Ordem: Teoria de Lighthill-Whitham-Richards

- Modelos de Segunda Ordem: Teoria de Payne-Whitham e extensões

- Modelos “Mesoscópicos” do Comportamento do Tráfego.

- Modelo de Transmissão em Células de Daganzo e Newell.

- Modelos com Fluxo Misto e Modelos  com Classes de Usuários.

- Softwares de Simulação Macroscópica do Comportamento do Tráfego.

Leituras: TFT-RM, cap.5&11; Daganzo (1997), cap.4; May (1990), cap.11 ...
Validação: Papageorgiou, M.; Blosseville, J.M.; Hadj-Salem, H. (1989) – “Macroscopic Modeling of Traffic Flow on the Boulevard Périphérique in Paris” in Transportation Research B, vol.23, no.1, pp.29-47; Nagel, K.; Nelson, P. (2005) – A Critical Comparison of the Kinematic-Wave Model with Observational Data” in Mahmassani, H.S. – 16th ISTTT, Pergamon-Press, pp.145-163. 

Comportamento Subjacente: H.M;Zhang (2003) – “Driver Memory, Traffic Viscosity and a Viscous Vehicular Traffic Flow Model” in Transportation Research B, vol.37, no.?, pp.27-41; H.M.Zhang (2002) – “A Non-equilibrium Traffic Model Devoid of Gas-like Behavior” in Transportation Research B, vol.36, no.?, pp.275-290.

Mudanças de Faixa: Laval, J.; Daganzo, C. (2006) – “Lane-Changing in Traffic Streams” in Transportation Research B, vol.40, no.?, pp.251-264; Lebacque, J.-P. (2002) – “A Two-Phase Extension of the LWR Model Based on the Boundness of Traffic Acceleration”, in Taylor, M.A.P. – 15th ISTTT, Pergamon-Press, pp.697-718.

Gargalo Móvel: Leclerc, L. (2004) – “Moving Bottlenecks in the LWR model: a Unified Theory” in TRR 1883, pp.3-13;  Munhoz, J.C.; Daganzo, C. (2002) – “Moving Bottlenecks: a Theory Grounded in Experimental Observation” in Taylor, M.A.P. – 15th ISTTT, Pergamon-Press, pp.441-462.

Formas Simplificadas: Newel (1993) – “A Simplified Theory of Kinematic Waves in Highway Traffic – Part I,II&III” in Transportation Research B, vol.27, no.4, pp.281-313; Daganzo, C. (1995) – “The Cell-Transmission Model – Part I&II: Network Traffic” in Transportation Research B, vol.29, no.2, pp.79-93; Vaughan, Hurdle ...

Multifluxos: Ngoduy, D.; Hoogendoorn, S.P.; Van Zuylen, H.J. (2006) – “Continuum Traffic Model for Freeway with On- and Off-Ramp to Explain Different Traffic-Congested States” in TRR1965, pp.91-102; ...

Tráfego Misto: Logghe, S.; Immers, L.H. (2008) – “Multi-class Kinematic Wave Theory of Traffic Flow” in Transportation Research B, vol.42, no.6, pp.523-541; Leclercq, L. (2007) – “Hybrid Approaches to the Solutions of the ´Lighthill-Whitham-Richards´ Model” in Transportation Research B, vol.41, no.10, pp.701-709.

Estocástico: Boel, R.; Mihaylova, L. (2006) – “A Compositional Stochastic Model for Real-Time Freeway Traffic Simulation” in Transportation Research B, vol.40, no.?, pp.319-334; ...

Pista Simples: Laval, J.A. (2006) – “A Macroscopic Theory of Two-lane Roads” in  Transportation Research B, vol.40, no.10, pp.937-944; ...

AULA 4 e 5 (08/10 e 14/10)

- Modelos Microscópicos do Comportamento do Tráfego: Movimento Veicular e de Pedestres, 

- Fluxo de Tráfego: Teoria do Carro Seguidor, Seleção de Velocidade, Aceitação de Brechas, Mudança de Faixas. 

- Exemplo: Capacidade e Atraso em Cruzamentos Simples com Sinalização de Prioridade. 

- Softwares de Simulação Microscópica do Comportamento do Tráfego.

Leituras: TFT-RM, cap.4; Haight (1962), cap.4e5; Luttinen (2004), cap.2 
 (http://alk.tiehallinto.fi/julkaisut/pdf/3200849e-vcapacitylevelserv.pdf ) 

Carro Seguidor: Aycin, M.F.; Benekohal, R.F. (1999) – “Comparison of Car-Following Models for Simulation” in Transportation Research Record 1678, pp.116-127; Frietzsche, H.-T. (1994) – “A Model for Traffic Simulation” in Traffic Engineering and Control, vol.?, pp. 317-321; Rakha, H.; Snare, M.; Dion, F. (200?) – “Vehicle Dynamics Model for Estimation Maximum Light-Duty Vehicle Acceleration Levels” in TRR 1883, pp. 40-49; Rakha, H.; Gao Y. (2008) – “Calibration of Steady-State Car-Following Models using Macroscopic Loop Detector Data” in http://www.tft.pdx.edu/greenshields/papers/D2_Rakha_paper.pdf.

Aceitação de Brechas: Hagring, O. (2001) – “Derivation of Capacity Equation for Roundabout Entry with Mixed Circulating and Exiting Flows ” in TRR 1776, pp.91-99; Hagring, O. (1998) – “A Further Generalization of Tanner´s Formula” in Transportation Research B, vol.32, no.6, pp.423-429;  Bunker, J.; Troutbeck, R. (2003) – “Prediction of Minor Stream Delays at a Limited Priority Freeway Merge” in Transportation Research B, vol.37, no.?, pp.719-735; Guo, X.; Dunne, M.C.; Black, J.A. (2004) – “Modeling of Pedestrian Delays with Pulsed Vehicular Traffic Flow” in Transportation Science, vol.38, no.1, pp.86-96.

Mudanças de Faixa: Wu, N. (2006) – “Equilibrium Lane Flow Distribution on Motorways” in TRR 1965, PP.48-59; Kesting, A. et alii (2007) - “General Lane-Changing Model MOBIL for Car-Following Models” in TRR 1999, pp.86-94. 
Medidas de Segurança: Zhang, L.; Prevedouros, P.D. (2004) – “Signalized Intersection Level of Service Incorporating Safety Risk” in Transportation Research Record 1852, pp.77-86; Hamdar, S.H.; Mahmassani, H.S. (2008) – “From Existing Accident-Free Car-Following Models to Colliding Vehicles – Exploration and Assessment” in TRR 2088, pp.45- 56.

Tecnologias e Microsimulação: Yang, Q.; Koutsopoulos, H.N. (1996) – “A Microscopic Traffic Simulator for Evaluation of Dynamic Management Systems” in Transportation Research C, vol.4, no.3, pp.113-129; Kesting, A. et alii (2008) – “Adaptive Cruise Control Design for Active Congestion Avoidance” in Transportation Research C, vol. 16, pp. 668-683. 
Motos: Cho, H.-J.; Wu, Y.-T. (2004) – “Modeling and Simulation of Motorcycle  Traffic Flow” in IEEE International Conference on Systems, Man and Cybernetics, PP. 6262-6267; Lee, T-C. (2007) – “An Agent-Based Model to Simulate Motorcycle Behaviour in Mixed Traffic Flow” in www.cts.cv.ic.ac.uk/documents/theses/LeePhD.pdf.


AULA 6 (22/10):

- Tráfego em Fluxo Contínuo: Teoria Básica - Formulação Macroscópica e Estacionária, Equação Fundamental e Diagrama Fundamental do Tráfego, Formulações Dinâmicas e Macroscópicas, Formulações Microscópicas. Incorporação e Separação em Fluxo Contínuo. Ultrapassagem em Fluxo Contínuo. Modelos de Filas em Movimentos.

- Métodos Práticos de Análise em Fluxo Contínuo. Segmentos Básicos Expressos, Comuns e de Pista Simples. Ramais de Acessos/Egressos e Entrelaçamento. Sistemas Expressos. Histórico e Evolução.

- Outros Tipos de Elementos em Fluxo Contínuo. Fluxo de Pedestres e Ciclistas.

Leituras: U.S.HCM (2001)-cap.1, 2,7,12,13, 21-25; tb.11,18,19; Ebook USP 
Outros métodos: resumos no site; US.HCM (1997, 1985)-cap.3,4,5,6,7,8; tb.13,14; e (1965)-cap.5,7,8,9,10; tb U.K.DMRB 12.2.1, Appendix E. 

Fator Equivalente: Webster, N.; Elefteriadou, L. (1999) – “A Simulation Study of Truck Passenger Car Equivalents (PCE) on Basic Freeway Sections” in Transportation Research B, vol.33, pp.323-336; Harwood et alii (1999) – “Capacity and Quality of Service of Two-Lane Highways” , NCHRP 55 (3) Final Report, TRB.
Múltiplas Faixas: Laval, J. (2006) – “Stochastic Processes of Moving Bottlenecks: Approximate Formulas for Highway Capacity” in TRR 1988, pp. 86-91; Chanut, S.; Buisson, C. (2004) – “Macroscopic Model and its Numerical Solution for Two-Flow Mixed Traffic with Different Speeds and Lengths” in Transportation Research Record 1852, pp.209-219; Loggie, S.; Immers, L.H. (2008) – “Multi-Class Kinematic Wave Theory of Traffic Flow” in Transportation Research B, vol.42, pp.523-541; FastLane ...
Entrelaçamentos: Blumenfeld, D.E.; Weiss, G.E. (1971) – “Merging from an Acceleration Lane” in Transportation Science, vol.5, pp.161-168; Lertworawanich, P.; Elefteriadou, L. (2003) – “A Methodology for Estimating Capacity at Ramp Weaves based on Gap Acceptance and Linear Optimization” in Transportation Research B, vol.37, no.?; pp.459-483; Lertworawanich, P.; Elefteriadou, L. (2003) – “Capacity Estimations for Type B Weaving Areas Based on Gap Acceptance” in Transportation Research Record 1776, pp.24-34. Denney Jr., R.W.; Williams, J.C. (2005) - – “Capacity and Quality of Service of Weaving Zones” , NCHRP 55 (5) Contractor Final Report, TRB.

Pista Simples: Laval, J. (2006) – “A Macroscopic Theory of Two-Lane Rural Roads” in Transportation Research B, vol.40, no.10, pp.937-944; McLean, J. (1989) – “Overtaking and Gap Acceptance”, cap.8 in  Two-Lane Highway Operations.
Sistemas Expressos: TRB (2001) – “Freeway Systems” cap.22 in Highway Capacity Manual, Special Report 205, TRB; ...

Pedestres e Ciclistas: Botma, H. (1995) – “Method to Determine Level of Service for Bicycle Paths and Pedestrian-Bicycle Paths” in Transportation Research Record 1502, pp.38-44; Hummer, J.E.; Rouphail, N.; Hughes, R.G.; Fain, S.J.; Toole, J.L.; Patten, R.S.; Schneider, R.J.; Monahan, J.F.; Do, A. (2006) – “User Perceptions of the Quality of Service on Shared Paths” in Transportation Research Record 1939, pp.28-36.

AULA 7 (27/10):

- Controle de Tráfego em Fluxo Contínuo. Estratégias e Sistemas.

- Controle dos ramais (ramp metering). Controle na via (mainline metering). Controle Adaptativo de Velocidade. Alocação de Faixas. Modos e Algoritmos.

- Sistemas de Atendimento a Incidentes. Importância e Configuração. Informação Dinâmica sobre Rotas Alternativas.

- Novas Tecnologias: ITS; ACC/IVC, VII/IVHS, ... 

Leituras:  Papageorgiou (1991), pp.285-322; FHWA Traffic Control Systems Handbook;
tb ... http://www.euramp.org/ ... http://mitworld.mit.edu/video/814 ... tb 810 ... tb 812 ...
Regulação de Acesso (Ramp Metering): Haj-Salem, H.; Papageorgiou, M. (1995) – “Ramp Metering Impact on Urban Corridor Traffic: Field Results” in Transportation Research B, vol.29, pp.303-319;  Papageorgiou, M. et alii. (1997) – “ALINEA Local Ramp Metering: Summary of Field Results” in TRR 1603, pp.90-98; Yoshino, T. et alii (1995) – “The Traffic Control System on the Hanshim Expressway” in Interfaces, vol. 25, pp. 94-108; - Papageorgiou, M. (1980) – “A New Approach to Time-of-Day Control based on a Dynamic Freeway Traffic Model” in Transportation Research B, vol.14, pp.349-360;  Zhang, H. et alii (1996) – Some General Results on the Optimal Ramp Control Problem”  in Transportation Research C, vol. 4, pp.51-69; Papageorgiou, M.; Papamichail, I. (2008) – “Overview of Traffic Signal Operation Policies for Ramp Metering” in TRR 2047, pp.28-36; Kotsialos, A. et alii (2001) – “Optimal Coordinated Ramp Metering with Advanced Motorway Optimal Control” in TRR 1748, pp.55-65; Papageorgiou, M.; Kotsialos, A. (2002) – “Freeway Ramp Metering: an Overview” in IEEE Transaction on ITS, vol.3, pp.271-281.
Regulação Principal (Mainline Metering): Carlson, R.C. et alii (2010) – “Optimal Mainstream Traffic Flow Control of Large-Scale Motorway Networks” in Transportation Research C, vol.18, pp.193-212 Papageorgiou, M. et alii (2008) – “Effects of Variable Speed Limits on Motorway Traffic Flow” in TRR 2047, pp.37-48; Kosmatopoulos, E. et alii (2006) – “Real-time Estimation of Critical Occupancy for Maximum Motorway Throughput” in TRR 1956, pp.65-76; Papageorgiou, M. et alii (2008) – “Real-time Merging Traffic Control with Application to Toll Plaza and Work Zone Management“, in Transportation Research C, vol.16, pp.535-553. 

Atendimento a Incidentes: Zografos, K.G. et alii (2002) – “A Real-time Decision Support System for Roadway Network Incident Response Logistics”  in Transportation Research C, vol.10,  pp.1-18; FHWA (1997) – “Freeway Management Handbook”, FHWA-SA-97-064, U.S.DOT.
Orientação de Rotas: Sawaya, O.B. et alii (2005) - “A Methodology for Computing Time-Dependent Alternate Routes Around Freeway Incidents” in Journal of ITS, vol.9, pp.123-132; Fu, L.; Rillet, L.R. (1997) – “Real-time Estimation of Incident Delay in Dynamic and Stochastic Networks” in TRR 1603, 99-105.

Síntese de Dados: Wang, Y. et alii (2009) – “An Adaptive Freeway Traffic State Estimator” in Automatica, vol.45, pp.10-24; Zhou, X.; List, G.L. (2010) – “An Information-Theoretic Sensor Location Model for Traffic O-D Demand Estimation Applications” in Transportation Science, vol.44, pp.254-273.

AULA 8 (05/11):

- Tráfego em Fluxo Descontínuo: Teoria Básica. Interseções e Corredores Arteriais.

- Métodos Práticos de Análise em Fluxo Descontínuo - Interseções Não Semaforizadas.  Interseções Semaforizadas. Corredores e Redes Arteriais.

- Outros Tipos de Elementos em Fluxo Descontínuo. Fluxo de Pedestres e Ciclistas.

Leituras: TFT-RM, cap.8 e 9; U.S.HCM (2001)-cap.10, 15-17, 29; tb.11,18,19, 28, 30; 
Outros métodos: resumos no site; tb U.K.DMRB 13.6; 
 Luttinen (2004), cap.2a4 e 7; Luttinen, Nevala (2002), cap.2a4
(http://alk.tiehallinto.fi/julkaisut/pdf/3200849e-vcapacitylevelserv.pdf ) ...
(http://alk.tiehallinto.fi/julkaisut/pdf/3200757e.pdf ) ... 

Capacidade Mista: W...

Interferência Principal: W...
Interferência em Etapas: W...
Conversões Permitidas: W...
Interação de Bloqueio: W...
Atraso com Pelotões: W...
Pedestres e Ciclistas: W...

AULA 9 (12/11):

- Controle de Tráfego em Fluxo Descontínuo: Seleção do Tipo de Controle de Tráfego, Configuração Física de Interseções, Programação/Parametrização.

- Dimensionamento de Semáforos. Métodos Baseados em Estágios e Métodos Baseados em Grupos. Interação entre Grupos de Tráfego. Softwares Existentes.

- Semáforos Atuados. Atuação Tradicional. Semáforos Adaptativos. Principais Propostas e Sistemas Existentes. Métodos de Parametrização/Análise. Avaliação de Desempenho. Possibilidade de Estratégias Distribuídas.
Leituras:  Papageorgiou (1991) – pp.478-483; 473-478; 468-473; 331-335
Gazis (1972) ou Gazis (2002), item 3.V; tb Pietrantonio, Bonetti  (2003), item 4
(http://www.poli.usp.br/ptr/lemt/documents/Boletim5-3.pdf) 

Formulações baseadas em Estágios: 
Formulações baseadas em Grupos: 

Formulações Dinâmicas Determinísticas: 

Formulações Dinâmicas Estocásticas: 

Seleção de Tratamento: 

Seleção de Controle: 


AULA 10 (19/11):

- Controle de Tráfego em Fluxo Interrompido – Planejamento de Circulação; Coordenação/Sincronização de Semáforos.

- Coordenação/Sincronização de Semáforos. Conceitos Básicos: sincronização progressiva e regressiva. Dispersão de Tráfego. Desperdício de Verde (Bloqueado ou Vazio). Restrições de Balanceamento. Fluxos Equilibrados. Incerteza.
- Métodos de Coordenação/Sincronização de Semáforos: Onda Verde; Escoamento de Filas (Store&Forward); Escoamento de Pelotões (Disperse&Store); Novos métodos. Softwares Existentes. Método do TRANSYT.

- Sistemas de Controle em Tempo Real. Estratégia de Detecção. Estratégia de Controle. Métodos de Parametrização e Análise. Avaliação de Desempenho.

- Sistemas Híbridos. Sistemas Adaptativos. Principais Propostas e Sistemas Existentes. Método do SCOOT. Método do UTC. Método do ACS/OPAC.
Leituras:  Papageorgiou (1991) – 361-366; 391-396; 278-284; 386-391; 400-408; ... 
Ming (1997) (http://cetsp1.cetsp.com.br/pdfs/nt/NT201.pdf) ...) ...
tb Papageorgiou:  Review of Road Traffic Control Strategies ... 
(http://ieeexplore.ieee.org/stamp/stamp.jsp?arnumber=01246386 )

Formulações de Banda: 

Formulações Store&Forward: 

Formulações Disperse&Store: 

Formulações com Saturação: 

Formulações com Fluxos Equilibrados: 
Sistemas Integrados:

AULA 11A (26/11):

- Objetivos das Políticas e Princípios Gerais de Seleção de Projeto em Engenharia de Transportes e Tráfego. Repartição e Operação do Sistema Viário. 

- Funções Objetivo para Modelos de Projeto em Engenharia de Transportes e Tráfego. Eficiência e Equidade. Sustentabilidade (Equidade Intergeracional).

- Representação de Relações Técnicas e Comportamentais. Restrições de Equilíbrio. Funções de Reação e Análise de Sensibilidade.

- Modelos Estilizados e Modelos Práticos.  A Questão da Aplicabilidade.

- Exemplo: Políticas de Cobrança pelo Uso da Via (Pedágio) ...

Leituras: Pietrantonio, H. (1997), item 1e2; Yang, Meng (2005), cap.2e4, tb 3, 5, 6 ...
www.vtpi.org ...; www.rff.org ... www.walkinfo.org ... www.byciclinginfo.org ... 

Limite de Velocidade: Elvik, R. (2002) – “Optimal Speed Limits – Limits of Optimality Models” in Transportation Research Record 1818, pp.32-38; Rietveld, P. et alli (1998) – “Optimal Speed Limit for Various Types of Roads” in Roson, R.; Small, K.A. – Environment and Transportation in Economic Modeling, Kluwer AP.

Controle de Tráfego: Litman, T. (1999) – Traffic Calming: Benefits, Costs and Equity Impacts, Victoria Transport Policy Institute (www.vtpi.org/calming.pdf); Szasz, P. (1999) – Notas Técnicas da CET/SP, No.150, 151, 152 (http://cetsp1.cetsp.com.br/pdfs/nt/NT150.pdf ...); ... .

Uso Multimodal: Dowling, R. et al. (2008) – Multimodal Level of Service for Urban Streets in TRR 2071, pp.1-7; Walkability Checklist e Bikeability Checklist
http://drusilla.hsrc.unc.edu/cms/downloads/walkabilitychecklist.pdf 
http://www.bicyclinginfo.org/pdf/bikabilitychecklist.pdf ...
Pedágio Urbano: Liu, L.N.; McDonald, J.F. – “ Efficient Congestion Tolls in the Presence of Unpriced Congestions: a Peak and Off-Peak Simulation Model” in Journal of Urban Economics, vol. 44, pp.352-366; Johansson, B.; Mattsson, L.-G.  (1994) - “Principles of Road Pricing”, chapter 1 in Johansson, B.; Mattsson, L.-G. (eds.) - Road Pricing, Kluwer AP; ... Newbery ...
Value Pricing: Lam, T. (2004) – “Evaluating Value Pricing Projects with Both Scheduling and Route Choices” in Regional Science and Urban Economics, vol.34, pp.225-240; Burris, M.; Sullivam, E. (2006) – “.Benefit-Cost Analysis of Variable Pricing Projects” in ASCE Journal of Transportation Engineering, vol.132, pp.183-190.

Londres/LCC: Proud´home, R.; Bocarejo, J.P. (2005) – “The London Congestion Charging: a Tentative Economic Evaluation”  in Transport Policy, vol.12, pp.279-287;  Zhang, Y.; Shing, H.-F. (2006) – “ The London Congestion Charging and Property Prices: an Evaluation of the Impact on Property Prices Inside and Outside the Zone” (http://mpra.ub.uni-muenchen.de/4050/), London School of Economics.
Outros Efeitos do Pedágio: Safirova et al. (2007) – “Marginal Social Cost Pricing in a Transportation Network – a Comparison of Second-Best Policies”, DP07-52, Resources for the Future; Parry, I.W.H.; Oates, W.E. (1998) – “Policy Analysis in a Second Best World”, DP98-48, Resources for the Future. 


AULA 11B (26/11):

- Estruturação Viária: Relações Básicas (Densidade de Viagens x Espaçamento entre Vias). Métodos de Determinação da Capacidade de Suporte ao Adensamento: Versões Simplificadas (NCHRP 187 e 365).

- Modelos de Projeto de Redes Viárias com Fluxos Equilibrados e Variáveis Discretas: Novas Vias, Ampliação de Vias, Alocação de Faixas e Planejamento de Circulação (sentidos de tráfego e estacionamento na via).
- Modelos de Projeto de Redes Viárias com Fluxos Equilibrados e Variáveis Contínuas: Aproximação para Melhorias de Capacidade Viária, Determinação de Variáveis de Controle de Tráfego, Determinação da Cobrança pelo Uso da Via, pelo Estacionamento, Licença para Circulação ou Posse de Auto.

- Funções de Desempenho Generalizadas e Regimes de Controle do Tráfego.

- Interação Uso do Solo e Transportes: Ajustes de Demanda de Curto Prazo e de Longo Prazo. Modelos de Oferta Imobiliária e de Localização de Atividades. Modelos de Definição de Empreendimentos e de Limites de Adensamento.

Leituras: NCHRP R365, cap.11 e R187, cap.9; Portugal, Goldner (2003), cap.1e4 ... 
Densidade de Vias: Creighton, R.L. (1970) – “Expressway Planning: Part I”, chapter X in Creighton, R.L. – Urban Transportation Planning, University of Illinois Press; Echenique, M. (1983) – “The São Paulo Metropolitan Study: a Case Study of the Effectiveness of Urban Analysis” in NATO Advanced Research Meeting on System Analysis in Urban Policy Making and Planning, Proceedings, Oxford, pp-243-270.

Adensamento e Vias: Creighton, R.L.; Hoch,I.; Schneider, M.; Joseph, H. (1960) – “Estimating Efficient Spacing for Arterials and Expressways”  in HRB Bulletin 253, pp.1-43;  FHWA (1977) – “Land Use and Arterial Spacing in Suburban Areas”, FHWA-PL-77-016. (tb CET/Sp (1980) – “Projeto AMUZO – Avaliação de Mudanças na Lei de Zoneamento”, COGEP, Prefeitura do Município de São Paulo, São Paulo, Brasil).

Balanceamento de Atividades: Lopes, D.L.; Pietrantonio, H. (2003) – “Viabilidade da Análise de Políticas de Balanceamento de Atividades com Modelos de Transportes – Estudo de Aplicação à Cidade de São Paulo” (http://www.ptr.poli.usp.br/lemt/documents%5CP-BalanAtiv.pdf ou dissertação, USP:  http://www.teses.usp.br/teses/disponiveis/3/3138/tde-07112003-000308/ ); Bose, A.; Fricker, J.D. (2003) – “Reverse-Engineered Land Use Patterns to Minimize Congestion” in Transportation Research Record, No.1831, TRB.

Análise de Pólos Geradores de Tráfego: ITE (1991) – “Trip Generation”, 5th Edition, itens VI, VII, VIII (retirados das novas versões); Akishino, P. (2002) – “Um Processo Sintetizado para Planejamento de Transportes Urbanos” , dissertação, USP: (http://www.teses.usp.br/teses/disponiveis/3/3138/tde-07112002-092319/). (tb Stover e Koepke (2006) – “Transport and Land Development”, 2a.edição, ITE).

Posse de Autos: Yang, Z.; Chen, G.; Yu, B. (2008) -  “Car Ownership Level for a Sustainability Urban Transport”  in Transportation Research D, vol. 13, pp.10-18;  Koh, W.T.H. (2003) – “Control of Vehicle Ownership and Market Conditions: Theory and Singapore´s Experience with the Vehicle Quota System”  in Transportation Research A, vol.37, pp.749-770.



